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ABSTRACT 


In the literature, formation problems for idealized distributed autonomous mobile 
robots were studied. Idealized robots are represented by a dimensionless point, are able to 
instantaneously move in any direction and are equipped with perfect range sensors. In this 
thesis, line and circle formation problems of distributed mobile robots that are subjected to 
physical constraints are addressed. It is assumed that mobile robots have physical dimensions, 
and their motions are governed by physical laws. They are equipped with sonar and infrared 
sensors in which sensor ranges are limited. A new line algorithm based on least-square line 
fitting, a new circle algorithm, and a merge algorithm are presented. All the algorithms are 
developed with consideration of physical robots and realistic sensors, and are validated 
through extensive simulations. Formation problems for mobile robots with limited visibility 
are also studied. In this case, robots are assumed to be randomly distributed in a large 
rectangular field such that one robot may not see other robots. An algorithm is developed that 
makes each robot converge to the center of the field before executing a line or circle 


algorithm. 
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I. INTRODUCTION 


Given a group of mobile robots (say, 20 robots) randomly placed on a laboratory 
floor, how would one control them to form a geometric pattern such as a circle without 
using a centralized coordinator? This is the formation problem of distributed mobile 
robots studied in References 1, 2, 3, 4, and 5. Distributed robots make motion plans 
based on a given task goal of the group and the perceived information about their 
environment from onboard sensors without the aid of a centralized coordinator. 

Line and circle formation, or formation of any geometric pattern in general, is only 
one of many issues of distributed mobile robots [Ref. 8]. Representative work addressing 
other issues of distributed mobile robots includes cellular robotics systems [Ref. 9, 10, 
11], and dynamically reconfigurable robotic systems [Ref. 12]. These systems can change 
their overall shape depending on the task and the environment by autonomously detaching 


and combining cells. 
A. PROBLEM STATEMENT 


The formation problem of distributed mobile robots has been studied for idealized 
mobile robots [Ref. 1, 2, 3, 5]— robots that are represented by a point, able to move in 
any direction, and equipped with range sensors that can determine the position of all other 
robots. Since a robot is a point, two or more robots may occupy the same location. Each 
robot has its own coordinate system and there is no common, global coordinate system. 
Furthermore, these robots do not communicate with each other. Under these assumptions, 
Prof. Suzuki and his colleagues have developed a number of distributed formation 
algorithms. In particular, they developed algorithms for multiple distributed mobile robots 
to form circles, simple polygons and line segments; to uniformly distribute robots within a 
circle or a convex polygon; and divide them into groups [Ref. 1, 2, 3, 4, 5]. 

In the previous studies [Ref. 1, 2], even though the number of robots participating 
in a given task is assumed to be unknown, the perfect sensor assumption makes it possible 


for each robot to “see” the location of all other robots, and hence to determine the number 


of robots. Perfect sensors are not occluded by the presence of other robots. One of the 
biggest challenges in implementing existing formation algorithms is the inability to sense 
the location (or even just the presence) of all other robots by using sonar or infrared 
sensors. Each robot may see a different number of robots at each instant in time. 

Based on earlier work, this thesis studies the line, circle and cluster formation of 
distributed “physical” mobile robots. The mobile robots considered in this thesis have 
physical dimensions (hence two robots cannot occupy the same spot), and their motions 
obey physical laws (hence wheeled mobile robots must satisfy nonholonomic constraints). 
Furthermore, robots are assumed to be equipped with range sensors having realistic 
physical properties. The Robot Simulator from Nomadic Technologies, Inc. is used. 
Robots in the Simulator realistically simulate the motion behavior and sensor systems of 
Nomad 200 mobile robots [Ref. 22, 23]. The Nomad robot has a synchronous drive 
mechanism which enables it to translate, steer, and rotate its turret independently. The 
robot is nonholonomically constrained, thus it is not able to instantaneously move in the 
lateral direction. The robot's sensor systems include tactile (bumper) sensors, infrared 
sensors, ultrasonic sensors, and laser sensors. All but the laser sensors are used in the 
simulations for this study. 

To solve the line formation problem considering physical dimensions of mobile 
robots, a new line algorithm (a least-squares line algorithm) is described in this thesis 
which is based on least-square line fit computations. Since physical constraints of the 
robots are considered, robots are able to see only their vicinity, and two or more robots 
cannot occupy the same spot simultaneously. Each robot finds a least square line fit by 
using the coordinate information of the visible robots. 

The diameter of circles in existing algorithms [Ref. 1, 4, 5] depends on the 
maximum sensor ranges. Since sensor ranges are limited, a robot can't see robots on the 
other side of a circle if the desired diameter is larger than the maximum sensor ranges. In 
this thesis a new algorithm is presented (the merge-then-circle algorithm) to solve this 


problem. In this new algorithm each robot relies on position information of the two closest 


robots, and does not use position information of the furthest robot. So robots can form a 
circle with a diameter greater than the sensor range limits. 

In the previous studies [Ref. 1, 2, 4, 5], formation algorithms of distributed mobile 
robots are developed without considering the robot's sensor ranges, but in reality robot's 
sensor ranges are limited. In Reference 3, the formation of a single point by robots and 
agreement on an x-y coordinate system is examined by assuming that robots have limited 
visibility. It is also assumed in Reference 3 that a robot is a point (hence robots can occupy 
the same position simultaneously) and does not block the views of others. 

If robots are randomly placed in a large field, a robot may not see other robots 
due to limited sensor ranges. In this thesis, a scenario where robots are randomly 
distributed in a large rectangular field is considered. Different from the previous study 
[Ref. 3], an alternative method (limited range algorithm) is proposed, which is based on 
the fact that the field is rectangular. This new method converges robots to the center of 
the field before they execute any formation algorithm. 

Different schemes for collision avoidance were examined in References 4, 13, 14, 
15, 16, 17, and 18. The method proposed in Reference 4 is discussed in Chapter III. The 
strategy proposed in Reference 15 is that if a robot detects another robot on its way, it 
stops and waits some fixed period of time. If a robot is still present, the robot turns left 
and proceeds forward. The method proposed in Reference 16 adds an initial step to the 
algorithms from Reference 1 to avoid collisions. Motor schemas [Ref. 19] is another 
method for navigation and collision avoidance. 

Motion control and collision avoidance in this thesis are achieved by implementing 
the potential field algorithm [Ref. 6, 7]. To each robot of concern, the presence of other 
robots generates a repulsive force which keeps them apart, and the goal position produces 
an attractive force. Because the workspace is assumed to be obstacle-free, the shape of 
robots is circular, and the goal position changes as other robots move, the local minimum 


problem of the potential field method is rarely encountered in the simulations. 


B. OUTLINE OF THE THESIS 


This thesis has five chapters and four appendices. The remainder of this thesis is 
organized as follows: Since the Robot Simulator from Nomadic Technologies, Inc. and the 
potential field method are used for simulations, the Nomad 200 mobile robot, its 
simulator, and the potential field method are explained in Chapter II. In Chapter III 
existing line, circle and point formation algorithms, proposed in References 1, 2, 4, and 5, 
are described. In Chapter IV, new algorithms for line (least-square line algorithm), circle 
(merge-then-circle algorithm), cluster formations (merge algorithm), and formations with 
limited sensor ranges (limited range algorithm) are developed by considering constraints of 
the physical robots, and the simulation results are depicted. The conclusion and 
recommendation are discussed in Chapter V. The algorithms proposed in Chapter IV are 
developed for obstacle-free workspaces. Thus in Chapter V, it is suggested that in future 
research, the new algorithms developed in this thesis can be improved by considering 
obstacles in the workspace. The source codes of all the algorithms are listed in the 


Appendices. 


Il. LITERATURE REVIEW 


A. NOMAD 200 MOBILE ROBOT 


The Nomad 200 is an integrated mobile robot system designed for research 
developments [Ref 22, 23]. The mobile robot has four sensory modules including tactile, 
infrared, ultrasonic, and laser systems. It has also on-board computers for sensor and 
motor control and for host computer communication. The mobile base keeps track of its 
position and orientation through dead-reckoning. The Nomad 200 architecture includes a 
software package for the host computer with a graphic interface, and a simulator. The 
Nomad 200 system allows one to switch between the simulator and the real robots. In 
Figure 1, the distributed architecture of the Nomad 200 system is depicted. Robot 
behaviors are written in C, including the UNIX operating system functionality. The whole 
architecture runs on a Sun workstation. The various behaviors have been tested both in 
simulation and on a Nomad 200 mobile robot. The algorithms described in this thesis have 
only been tested using the simulator because we have only one Nomad 200 mobile robot 


in our laboratory. 


C Program (Sun Workstation) 


Data Link Robot Simulator 





Robots Sensor Readings 





Figure 1. Distributed robotics architecture 


1. Mechanical System 

The Nomad 200 mobile base is a three servo, three wheel synchronous drive non- 
holonomic system with zero gyro-radius. The three wheels translate together (controlled 
by one motor) and rotate together (controlled by a second motor). A third motor controls 
the angular position of the turret. The robot can only translate along the forward and 
backward directions along which the three wheels are aligned (this is referred to as non- 
holonomic constraint, similar to that of a car). The robot has a zero gyro-radius, i.e. the 
robot can rotate around its center. 

The Nomad 200 has a maximum translational speed of 20 inches per second and a 
maximum rotational speed of 60° per second. It has a diameter of 18 inches and a height 
of 35 inches. 

Ps: Sensor Systems 

The robot's sensor systems include tactile (bumper) sensors, infrared sensors, 
ultrasonic sensors, and laser sensors. All but the laser sensors are used in simulations for 
this study. The tactile system which consists of two bumper rings is used to detect contact 
with any object. 

The Nomad 200 has a 16 channel reflective intensity based on an infrared ranging 
system that provides 360 degree coverage. Each of the 16 sensors are composed of two 
LED emitters and a photodiode detector. The range to the object(s) is determined by the 
intensity of the light from the emitter reflected back to the detectors from an object. The 
infrared sensors are quite accurate at ranges up to 35 inches, but are not reliable at ranges 
beyond 35 inches. 

The Nomad 200 also has a 16 channel sonar ranging system which can give range 
information from 5 inches to 255 inches with 1% accuracy over the entire range. The 
sonar system is a time of flight ranging sensor based upon the return time of an acoustic 
signal. The sensors are standard Polaroid transducers with a beam width of 25°. The 


circumference of the robot is covered by sixteen sensors. 


The user manuals [Ref. 22, 23] for the Nomad 200 robot state that the maximum 
sonar range is 255 inches. However, by changing two parameters (halfcone and overlap) 
which are stored in the robot.setup file, users can alter maximum sonar range. Halfcone 
sets half the angular range of the main lobe of the sonar, while overlap sets the minimal 
apparent size of a surface to be detected when using the conical model. In the simulations, 
to get the best result, halfcone is taken as 125, which means 12.5° (the same as default), 
and overlap is set at 0.08 (default is 0.05). Default values only permit a maximum of 62 
inches for the sonar range, but by optimizing the values, robots manage to detect objects 
out to 206 inches in the simulations. 

a: The Robot Simulator 

The Nomadic Host Software Development Environment is a full featured object- 
based mobile robot software development package for the Nomad 200 mobile robot. It 


consists of two parts: the server and the client. The server performs four functions: 


e Host-Robot Interface 

e Robot Simulator 

e Graphic User Interface 

e Client-Server Language User Interface. 


The client provides the link between the application program and the server. The Host- 
Robot interface allows complete control of the robot from a host computer. The Robot 
Simulator runs on the host computer and simulates the robot's basic motion patterns, such 
as translation, steering, and turret rotation. It also simulates the five sensor systems, which 
are tactile, infrared, sonar, laser, and compass. The simulated robot responds to the same 
set of commands as the real robot. The simulator is capable of simulating up to six robots. 
That's why the algorithms described in this thesis employ up to six robots in their 
simulations. The graphics user interface provides graphic displays for various sensory 


information and interfaces between the robot and the robot simulator. The client-server 


language user interface allows users to program in C or Lisp and acts as a client process to 
access the server. 

The simulator has graphics user-interface windows, which provide a graphic 
display for the robot's position and orientation and its various sensor systems. The graphic 
environment consists of four main windows: the world window, the robot window, the 
short sensors window, and the long sensors window. The world window gives an overall 
view of the environment (real or simulated). The robot window, (one for each robot), 
contains information about each individual robot, such as current command executed, 
position, orientation, and sensor data history. There are two windows (the short sensors 
window and the long sensors window) attached to each robot window that give more 
detailed information about the current sensor readings. Each time any of the functions that 
return sensor data is called, the sensor data returned, as well as the current positions of all 
robots, are displayed graphically on these windows. Users are allowed to draw maps in the 
world window to simulate the environment. The figures that show the simulation results in 
the following sections are the snapshots of the world window taken at different time 
instants during a simulation. 

In order to run the simulator, the executable server program (Nserver), the setup 
files for the world (world.setup) and for each robot (robot.setup), as well as the license file 
must be in the same directory. To start the server, one simply executes the Nserver. 
Individual setup files can be specified as command line parameters. If the setup files are 
not specified, the server will automatically look for world.setup and robot.setup. It is 
necessary to have a separate setup file for each robot to be created. The name of each 
robot setup file must be specified in the world setup file. The best way to discriminate 
between the robots is to set a different color for each robot in its own robot.setup file. 

The application program for each robot should run simultaneously as a separate 
process, by taking advantage of multitasking capabilities of the UNIX operating system. 
This makes debugging very easy and provides the possibility of testing each behavior 


independently, as well as the ability to add or remove some robots during simulations. 


B. POTENTIAL FIELD METHOD 


A robot in the potential field method is treated as a point represented in 
configuration space as a particle under the influence of an artificial potential field U whose 
local variations reflect the “structure” of the free space. The potential function can be 
defined over free space as the sum of an attractive potential pulling the robot toward the 
goal configuration and a repulsive potential pushing the robot away from the obstacles 
[Ref. 6]. Motion planning is performed in an iterative fashion. At each iteration, the 
artificial force induced by the potential function at the current configuration is regarded as 
the most appropriate direction of motion, and path planning proceeds along this direction 
by some increment. 

The general idea is that a robot is attracted toward its goal configuration, while 
being repulsed by the obstacles. In this section, this idea is illustrated with the definition 
of one possible potential function, in the case where the robot moves freely in W=R™, with 
N=2, ie. C=R”. W denotes the Robot's workspace, R is the set of real numbers, and C 
denotes the configuration space of a robot. An element of C is denoted by (qg). A more 
detailed discussion can be found in Reference 6. 

The field of artificial forces F(q) in C is produced by a differentiable potential 


function: 


U:C,,. > R, with: F(q)=-VU(q) , (1) 


free 


where VU (q) denotes the gradient vector of U at gq. n C= R* (N =20r3), we can 


write q=(x, y) or (x, y, z), and: 


au 


ox 
oU 
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oz 


In order to attract the robot toward its goal configuration while repulsing it from the 


obstacles, U is constructed as the sum of two elementary potential functions: 


U (4) =Usn(q)+Urep(a) 5 (3) 


where U, is the attractive potential associated with the goal configuration qgoa and Urep 1s 
the repulsive potential associated with the C-obstacle region. U.» is independent of the C- 
obstacle region, while U,., is independent of the goal configuration. With these 


conventions, F is the sum of two vectors: 


and f= Ven, (4) 


F,, =-VU 
which are called the attractive and the repulsive forces, respectively. 
1. Attractive Potential 


The attractive potential field Ua, can simply be defined as a parabolic-well, i.e.: 


epeata)s (5) 


where € is a positive scaling factor and Pgoa(q) denotes the Euclidean distance Ilq - qgoalll. 


The function U, is positive or null, and attains its minimum at ggoa, Where Uan(Ggoa) = 0. 
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The function Pygoai is differentiable everywhere in C. At every configuration q, the attractive 


force F_,, deriving from Uay is: 


an 


ce (q) a -V Oe (q) 
= SE ii (G)V Pout (q) : (6) 


= -E(q = Deoat 


The parabolic well demonstrates good stabilizing characteristics. It generates a 
force F,,, that converges linearly toward 0 when the robot's configuration gets closer to 
the goal configuration. On the other hand, F,,, increases with the distance to the goal 


configuration and finally tends toward infinity when Pgoa(q) ee. Alternatively, Uay can be 


defined as a conic-well, i.e.: 


Umia= 6p. la) (7) 


Then, the attractive force is: 


F., (q) = EVD out (q) 
(¢- pout) - (8) 


le ~ goal 








The amplitude of F., (q) is constant over C, except at goa, where Uar is singular. 


Since the amplitude of the force does not tend toward 0 when g — dgoa, the conic-well 
potential does not have the stabilizing characteristics of the parabolic-well function. 

The advantages of both the parabolic and the conic-wells can be combined by 
defining the attractive potential as a parabolic-well within a distance “d”’ from the goal 
configuration and a conic-well beyond that distance. In this case a discontinuity problem 
is encountered as plotted in Figure 2(a) when it is implemented by using the above conic- 


well definition. The attractive force must be made continuous at transition pomt, which 


11 


can be achieved simply by multiplying the conic-well attractive potential by “d”. Then, the 


resulting attractive force can be defined as follows, which is plotted in Figure 2(b). 














~E(q = gor) if fa 4 goail] $4 
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Figure 2 plots of attractive force that is defined by combining the attractive 
potential as a parabolic-well within a distance “d” from the goal configuration and a conic- 
well beyond that distance. Figure 2(a) illustrates the discontinuity at the transition point, 
and (b) illustrates the continuity after multiplying the conic-well attractive potential by “d’. 

2. Repulsive Potential 

The main idea is to create a potential barrier around the C-obstacle region that 
cannot be traversed by the robot. In addition, the repulsive potential should not affect the 
motion of the robot when it is sufficiently far away from the C-obstacles. 

These constraints can be achieved by defining the repulsive potential function as 


follows: 


ae 
salah ata) HM 40 
0 if P(g) > Po 


where 7) is a positive scaling factor, p(q) denotes the distance from g to the C-obstacle 


region CB, 1.e.: 
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Figure 2. (a) Discontinuity problem, and (b) Continuous attractive force. 
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p(q)= min |g-a'| . (11) 


q €CB 


and Po 1s a positive constant called the distance of influence (or cut-off distance) of the C- 
obstacle. The function Usep is positive or null, tends to infinity as q gets closer to the C- 
obstacle region, and is null when the distance of the robot's configuration to the C- 
obstacle is greater than [p. 

If CB is a convex region with a piece wise differentiable boundary, p is 
differentiable everywhere in Cyree. Then the artificial repulsive force derived from Urep is 


defined as follows: 





= {ot -4| H 7 Vp(q) if p(q)< py - (12) 


0 if (4) > Pp 


Each obstacle detected by any sensor produces a repulsive force. Equation (12) 
calculates the repulsive force produced by one obstacle. But in implementation, each sonar 
sensor produces a repulsive force when something is detected. 

The resulting repulsive force is the sum of repulsive potential fields created by 


each individual sensor contact. Thus, the resulting artificial repulsive force is: 


15 
F.,,.(total)(q) = » F (9) rs (13) 
i=0 


where i represents the sensor number. In the Nomad 200 robot, there is one infrared and 
one sonar sensor that can scan the same direction. Infrared sensor information is used if 
the returned value is within maximum infrared sensor range, and the sonar information is 
used otherwise. 

In the simulations, total repulsive force is calculated by adding the repulsive forces 
which are produced by sensors that detect obstacles at ranges less than Po distance. po is 
empirically determined using simulations. In the least-square line algorithm, it is taken as 


20 inches. In the merge algorithm and merge-then-circle algorithm, it is taken as 50 inches. 
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Ill. DESCRIPTION OF EXISTING ALGORITHMS 


In this chapter the existing line, circle and point algorithms, proposed in 
References 1, 2, 4, and 5, are described. These algorithms have different assumptions. In 
Reference 1, it is assumed that robots cannot determine their absolute positions in the 
plane. Also, they don't have a compass to determine absolute directions, and all robots are 
identical. In Reference 5, the time that it takes for a robot to move to its new position is 
negligibly small and a robot is a “point,” hence two or more robots can occupy the same 
position simultaneously. In Reference 4, which is different from References | and 5, the 
physical dimensions of robots are considered, and they are represented as discs with 
diameters of 40 centimeters. It is assumed in Reference 4 that a robot can monitor 
positions of other robots and move in any desired direction at any speed not exceeding a 
given maximum of 5 cm per second, and robots do not have a common x-y coordinate 
system. 

In References 1 and 5, collision avoidance is not considered. In Reference 4, a 
revised version of Reference 1, the physical dimensions of robots are considered, and a 
simple collision avoidance strategy is implemented. The strategy is: if a robot detects 
another robot nearby (implemented at 20 cm which is measured between the surfaces of 
robots) in the direction of its motion, it swerves to the left minimally, provided that it 
successfully finds a direction that is clear of any such robots. If left swerve is impossible, 
the robot doesn't move until either its path becomes clear or a suitable left swerve 


becomes possible. 
A. LINE ALGORITHMS 


In References 1 and 4, Prof. Suzuki and Prof. Sugihara proposed an algorithm to 
solve the formation of a line segment problem with distributed autonomous mobile robots. 
The algorithm depends on two robots that will be endpoints of the line segment. The 


following steps explain how the algorithm works: 
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Step 1. Two robots are manually moved to their destination points which are 
the endpoints of the line segment. 


Step 2. Then all other robots execute a fillpolygon algorithm which works as 
follows. If one of the robots sees all other robots arranged in a wedge whose 
apex angle is less than 7, the robot moves into the wedge along the bisector of 
the apex. If not, the robot moves away from the nearest robot. 


In Reference 5, Prof. Suzuki and Prof. Yamashita presented a simple line 


algorithm. It is assumed that each robot repeatedly becomes active and inactive (sleep 


mode) at unpredictable time instants. Robots do the following when they become active: 


Step 1. Determine the furthest robot R;and the closest robot Re. 


Step 2. Calculate the distance d from its current position to the point p that is 
the foot of the perpendicular drop from itself to a line passing through R, and 
Ry. 


Step 3. Move min {d, v} towards point p, where v is the maximum distance 
robots can move at a time. | 


B. CIRCLE ALGORITHMS 


An algorithm for formation of a circle with a given radius r is proposed by Prof. 


Suzuki and Prof. Sugihara in References 1 and 4. For convenience, let robot R be any one 


of the distributed robots participating in the task of circle formation. The algorithm works 


as follows. Robot R continuously monitors the position of the furthest robot Ry and the 


closest robot R, and moves in real time. In this algorithm, a is the distance between R and 


Ry, and & is a small positive constant. 


Step 1. Robot R moves toward Ry, if a is greater than 2r. 
Step 2. Robot R moves away from R,, if a is less than (2r - € ). 


Step 3. Robot R moves away from R,, if (2r-§) <a 2r. 


It is pointed out in References 1 and 4 that robots using this algorithm sometimes 


converge into a configuration known as Reuleaux's triangle. Furthermore, in Reference 5 a 
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different, better algorithm is proposed which avoids convergence into a Reuleaux triangle 
if the number of robots is large. This new circle algorithm works as follows [Ref. 5]. As 
before, robot R becomes active and inactive at random points in time. Each time robot R 


becomes active, it: 


e Step 1. Determines the furthest robot R;and the closest robot Re. 


e Step 2. Calculates the distance d from its current position to the middle point 
Pm between R, and R;. 


e Step 3. Moves a distance of min{d - r, v} towards p, if (d - r) => 0, or a 
distance of min{r - d, v} away from pm if (d - r) < 0, where v is the maximum 
distance that a robot can move at a time, r is the desired radius of a circle to be 
formed. 


Both algorithms, described above, do not work when the desired diameter of the 
circle is larger than sensor range limits (hence a robot is not able to see robots on the other 


side of the circle). 
OF POINT ALGORITHMS 


The following algorithm, described in Reference 5, forms a point by moving robot 
R toward R;. This algorithm works as follows. Each time robot R becomes active it 
calculates the distance a to Rs and moves a distance min{a/b, v} towards R;, where b is a 
constant greater than one and v is the maximum distance R can move each time. 

Prof. Suzuki and Prof. Yamashita also proposed another algorithm in Reference 5, 
to converge robots towards a point. In this algorithm, robot R calculates the distance d to 


the centroid g of robot positions, then it moves a distance min{d/b, v} towards g. 
D. SUMMARY 


Implementing existing formation algorithms on physical robots is very difficult 
because of their assumptions. The existing line algorithm proposed in References 1 and 4 
is not a completely autonomous implementation for line formation, because it depends on 


two robots which are manually moved to the endpoints of a line segment. The other line 
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algorithm, presented in Reference 5, depends on detection of furthest and closest robots. 
The circle algorithms, explained in References 1, 4, and 5, cannot be used to form a large 
circle whose diameter is larger than sensor range limits of the robots. 

Physical robots cannot form a point. In the point algorithms, explained in 
Reference 5, robots are considered as dimensionless points and they are capable of 
detecting all the other robots in the operation field. In the next chapter, new formation 
algorithms are developed for physical robots to solve the problems described in this 


chapter. 
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IV. DESCRIPTION OF NEW ALGORITHMS AND SIMULATION RESULTS 


In this chapter new algorithms are developed to solve formation problems of 
distributed mobile robots. It is assumed that robots have physical dimensions (in the 
simulations robots are represented as disc shapes with radius of r, = 9 inch), so they 
cannot occupy the same spot, and their motions obey physical laws (hence wheeled mobile 
robots must satisfy nonholonomic constraints). Furthermore, robots don't have common 
coordinate systems, and they are identical. The same program is executed by each robot. 
In simulations, the potential field method is used for collision avoidance and motion 
control. The algorithms are simulated using the Robot Simulator software from Nomadic 


Technologies, Inc. The algorithm source codes are listed in the Appendices. 
A. LEAST-SQUARE LINE ALGORITHM 


The existing line algorithm explained in References 1 and 4 depends on two robots 
which are manually moved to their destination points. The line algorithm described in 
Reference 5 only utilizes position information of the furthest and closest robots. A new 
line algorithm is described in this section. This new algorithm utilizes position information 
of all robots detected by each robot. 

The basic idea is that, at each iteration, a robot finds the least square line fitting of 
all visible robots and moves towards the line. Robots don't have a common coordinate 
system. They only have their own coordinate systems to compute the line fitting. It is 
noted that at each instant of time, each robot may see a different number of robots and 
different map. 

Assume that robot R is any one of the distributed robots and that it sees n robots in 
its vicinity at the current instant of time. Positions of the visible robots are represented in 
the coordinate system of robot R as n pairs of data, (x, , y), i= 1, 2, 3, ..., n. Note that in 
the line fitting computations, coordinate (x. , y.) of robot R is included. The least-square 
line fitting of the (n+1) pairs of data can be found by the following standard line equation 


[Ref. 20]. 
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y —7ie pe (14) 


where the values of m and b minimize the value of the following function: 


S => (mx, +b-y,) . (15) 


The values of m and b that accomplish this are determined with the first and second 


derivative tests as explained in [Ref. 20] 


(Sx MX» )-G+0d xy, 


m= ae (16) 


(> Le y —(n+ )>, Le 





b=——(S\y,-mDx). (17) 


with all sums running from i= 0 to7=n. 
This representation (Equation 14) of lines has a singularity when the resulting line 
is parallel to the y-axis. To avoid this singularity, the parametric representation of lines 


[Ref. 21] is used to compute the least-square line fitting. 
xcos@+ ysin@=r , (18) 


where r and @ are two parameters depicted in Figure 3. The derivation of the following 


least-square procedure is from Reference 21. The sum of the squares of all residuals is: 


Ze 






xcosg@+ysng=r 


Figure 3. Parametric representation of lines using r and 0. 


S= > (x,cos@ + y,sin@-r) , (19) 


where the summation goes from 0 to n. The line which best fits the set of data minimizes 


5. The two parameters that characterize the best line are computed from: 





S = & =0. (20) 
Differentiating S with respect to r, we have: 
os ; 
= = A[(ntIr- Lx, cos@- >, y, sin@]=0 , (21) 
from which we solve r: 
r= (>) x, cos6+ > y, sin @) ; (22) 


n+l 
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Here r may take any value (positive, negative, or zero). Substituting r into Equation (19) 


and differentiating S with respect to 6, we get: 


e = p, sin(20) + 244, cos(20) =0 , (23) 
where 
Dean 
= Zo 2 I ag Se tm SE 
ie, De aE ae 
and (24) 
es >», 
Hb, = DN cee 


If we pick @ in such a way that: 
sin(20)=—2u, and cos(2@)= uy, , (25) 


it clearly satisfies Equation (23). Therefore 9 is calculated from: 


= = atan2(- ps ag th ) : (26) 


After finding @ and r, the robot is directed to move to point p on the line as shown 
in Figure 3. 

In the simulations, the potential field method is used for collision avoidance. In the 
program, to compute the goal point in the line segment, Equations (16) and (17) are 
evaluated. In Equation (16) when m goes to infinity, a problem occurs. This problem is 
solved in the simulations by checking the conditions and using the if statements. Because 


of this problem, Equations (22) and (26) are developed. The simulation results show the 
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program that uses Equations (16) and (17) runs in any distribution of robots. That’s why, 
even though Equations (22) and (26) are developed, they are not implemented in the 
simulations. 

After calculating the goal point, robot R moves to that point because of an 
attractive force produced by that point. The movements of robot R also depend on 
repulsive forces produced by any object within a distance of 20 inches. Even if there are 
other robots at or near point p, robot R is able to squeeze into the line because a repulsive 
force causes other robots to move slightly. Robot R finds a new goal point by reason of 
utilizing position information of all visible robots. This algorithm doesn't uniformly 
distribute the robots in the line, which means that the distances between robots may not be 
equal. In the simulations, if robot R detects only one robot nearby (which is the case if it is 
the endpoint of the line segment), it positions itself d, distance away from the closest 
robot, where d, stands for the cut-off distance of repulsive forces in the potential field 
algorithm (in simulations d, is taken to be 20 inches). 

Figure 4 shows a simulation result of the algorithm. In Figure 4(a) the initial 
distribution of the robots is depicted. As seen in Figure 4(f) robots formed a line segment 
in the plane. Note that the position of the line depends on the initial distribution of the 


robots. The source code of the algorithm is in Appendix A. 
B. MERGE ALGORITHM 


In the previous chapter, existing point algorithms are discussed. As mentioned 
before, robots are assumed to be dimensionless points in Reference 5. It is not possible to 
form a point using existing algorithms if the physical dimensions of robots are considered. 
That's why in this section a new algorithm is described. The new algorithm simply merges 
robots together to form a cluster instead of a point. 

The algorithm works as follows. Robot R continuously monitors the environment 
and moves to the middle point p, between the visible furthest robot R, and closest robot R. 
by using the potential field method to avoid collisions. Figure 5 shows a schematic 


representation of this algorithm. But if robot R sees only one robot, which may be the 
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(c) (d) 





(e) 


Figure 4. Selected images from a simulation of the least-square line algorithm: (a) 
the initial distribution, (b)-(e) intermediate steps, and (f) the final distribution of the 
robots. 
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Figure 5. Schematic representation of merge algorithm. 


situation if the robots are initially distributed in a line segment and R is at one of the 
endpoints of the line segment, then robots cannot merge together. To solve this problem, 
robot R turns 7/3 degree right from R. and moves to a distance d, from R. if it detects only 
R.. If robot R doesn't see any robot around, then it doesn't move. So if robots are initially 
distributed in a large field far away from each other, they may not be able to merge 
together, or they may form more than one cluster, because the distance between the 
clusters or the robots are greater than the sensor range limits. 

Figure 6 shows a simulation result of the algorithm from initial distribution to final 
stage. In the simulations d, is 50 inches. Since the attractive and repulsive forces cancel 
each other, robots don't move once they are merged. But if only two robots form a cluster, 
they keep moving around themselves. In simulations, even if robots are initially distributed 
in a line, they form a cluster by executing this algorithm. Figure 7 shows another 
simulation result where robots are initially distributed in a line. The source code of the 


algorithm is in Appendix B. 


a] 





(a) (b) 





(d) 


Figure 6. Selected images from a simulation of the merge algorithm: (a) the initial 
distribution, (b)-(c) intermediate steps, and (d) the final distribution of the robots. 
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(e) ff) 


Figure 7. Selected images from a simulation of the merge algorithm: (a) the initial 
distribution from a line formation, (b)-(e) intermediate steps, and (f) the final 
distribution of the robots. 
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C. MERGE-THEN-CIRCLE ALGORITHM 


In this section, a new algorithm is presented which allows robots to form a 
relatively large circle. Since sonar ranges are limited, a robot will not be able to see robots 
on the other side of a circle if the radius r is relatively large. In this new algorithm, each 
robot relies on the position information of the two closest robots, and does not use 
position information of the furthest robot. In this way, robots are able to form a circle with 
a diameter greater than the sensor range limits. 

The algorithm is divided into two stages: first converge all robots into a single 
cluster by using the merge algorithm and then diverge them from the cluster to form a 


circle. The algorithm works as follows: 


e Step 1. Robot R executes merge algorithm. 


e Step 2. If the speed of robot R is less than some small value (1 inch/sec in the 
simulations) for N successive iterations (in simulations AN is 20), robot R goes 
to sleep. It wakes up after T seconds to get the sensor data to determine the 
empty spaces around and sleeps again for another T seconds. T is empirically 
determined in simulations. 


e Step 3. After waking up, if robot R sees an empty area based on the sensor 
data it got between the two sleep periods, it moves a distance r toward the 
middle of the empty area and goes back to sleep for another period of T 
seconds. If there is no empty space around, i.e., it is surrounded by other 
robots, it disregards previous data collected between the two sleep periods. It 
searches the surrounding area to look for an empty space. As soon as an empty 
space is detected, the robot travels (r + d, + r.) toward the center of the empty 
space and then sleeps for 7 seconds. 


e Step 4. Let R. and R. be the closest robots to robot R, one on each side of a 
line passing through from its position in the merged cluster to its present 
position. After waking up, robot R moves toward R., or R.2 until the distances 
to them are equal. 


e Step 5. Robot R compares the desired diameter of the circle and the maximum 


sensor range (in simulations it is 206 inches). If the desired diameter is less 
than maximum sensor range which means robot R is able to detect robots on 
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the other side of the circle, then it positions itself r distance away from the 
centroid p,, of R;, R. and R.2. If not, it doesn't move. 


In Step 2, robot R goes to sleep after N successive iterations, which happens when 
all robots are nearly merged. By waiting T seconds, robot R ensures all robots are merged. 
Taking the position information of robots between two sleep periods makes certain that all 
robots collect data before anyone wakes up. The sleep time at the end of Step 3 ensures 
that all robots reach their goal positions and form a rough circle. Step 5 utilizes all of the 
available information robot R can get to form a circle. 

In the simulations, six robots are simulated. It is noted that if the number of robots 
is very large, robots will form a big cluster. In this case, at Step 3 if robot R is surrounded 
by other robots then it travels (r + L(d.+r.)), where L will be empirically determined in the 
simulations to optimize the formation of the rough circle. 

In the simulations, at Step 3, robot R finds its goal position in its coordinate system 
by using the State vectors of the simulator which gives the position information of the 
robots in their coordinate systems. By extensive simulations, T is found set to 100 
seconds. 

Figure 8 shows a simulation of the merge-then-circle algorithm with a desired 
radius r = 120 inches. Figure 8(a) is the initial starting distribution. Figure 8(b) and Figure 
8(d) are intermediate stages while robots execute merge algorithm. Figure 8(e) is the 
merged cluster after Step 2. Figure 8(g) is the rough circle after Step 3. Figure 8(h) is the 
final distribution of robots on a circle after Step 4. Robots don't move at Step 5 because 
the desired diameter of the circle (2 x 120 inches) is larger than 206 inches. The source 


code of the algorithm is in Appendix C. 
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(a) (b) 


(c) (d) 


(e) 





(g) 


Figure 8. Selected images from a simulation of the merge-then-circle algorithm: (a) 
the initial distribution, (b)-(g) intermediate steps, and (h) the final distribution of 
the robots. 
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D. LIMITED RANGE ALGORITHM 


In this section, the robots are initially placed at random in a large rectangular field. 
The field is so large that a robot may not see other robots due to limited sensor range. The 
objective is again to form specific geometric patterns with the distributed mobile robots. 
Even though the field is assumed to be rectangular in shape, its size is unknown. For all 
robots in the large field to form a circle or a line, one possible method is to have each 
robot search for all other robots and then execute a formation algorithm. Here an 
alternative method is proposed which is based heavily on the fact that the field is 
rectangular. All robots converge to the center of the field before executing any formation 


algorithm. This method can be described as follows: 


e Step 1. Starting from its initial position, robot R moves straight until it reaches 
a wall (an edge of the field). It may need to avoid other robots before reaching 
a wall. 


e Step 2. Robot R follows the edges of the field in counterclockwise direction 
until it has encountered three corners. It records the coordinates of the first and 
third corners. 


e Step 3. It computes the center point p, of the field, which is the middle point 
between the first and third corners. 


e Step 4. It converges to p, and goes to sleep for T seconds. The sleep mode is 
waiting until all robots converge. Time T is determined by a worst case 
analysis. 


e Step 5. After waking up, it executes any formation algorithm described in 
previous sections. 


In the simulations, a simple collision avoidance strategy is adopted (it is called 
panic mode). The strategy is that if robot R detects another robot very close to itself (it is 
implemented as 20 inches) in the direction of its move, it stops and turns left to avoid 
collisions. In Step 2 robot R detects the edge of the field by the following computations. 
If sonars adjacent to sonar Spin return approximately the same or very close values (in 


simulations robot R checks if the difference is less than 10 inches or not), then robot R 
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considers that sonar Sin gives the distance to the edge of the field, where Smin stands for 
one of the sonar sensors which returns the minimum value. 
In the simulations, after robot R detects an edge, it follows the edge 


counterclockwise using the following behaviors: 


e Case 1. If (12 < Smin< 5), then it turns left. 
e Case 2. If (4 < Smin< 12), then it turns right. 
e Case 3. If (Smin = 12), then it moves straight. 


The simulator simulates robots with 16 sonar sensors and they are numbered from 
zero to 15 counterclockwise. 

During the following edges, robot R counts corners. If it detects that it is getting 
closer to an object in the direction of its motion for N successive iterations (in simulations 
N is 10), it considers that there is a corner and increases a corner counter. If the distance 
to the corner becomes less than 20 inches, then robot R turns left, and continues to follow 
the edge. Only the coordinates of first and third corners are recorded. So when robot R 
reaches the third corner, it is able to compute the coordinates of the center point p,, which 
is the middle point of the first and third corners. 

In simulations, robot R uses potential field algorithm to converge to the center of 
the field while executing Step 4. If robot R detects the center is blocked by another robot, 
then it stops within 20 inches of that robot. If center is not blocked then it stops after 
arriving at the center. After robots converge at the center, they sleep for a period of T 
seconds, which is determined by a worst case analysis. T is the elapsed time between the 
first and the last robot arrivals at the center. The following situation is the worst-case, 
which makes T a maximum. At the beginning, if robot R is very close to one of the corners 
and finds that corner, and at the same time one of the other robots is close to the opposite 
corner and cannot detect the edge, then this makes T a maximum. Thus T is calculated by 
dividing half of the total circumference of the field by the speed of the robots (in 


simulations robot speed is set at a constant 10 inches/sec). By waiting T seconds in Step 4, 
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robot R ensures all robots merged to the center of the field. It is noted that in simulations 
robots don't get closer while following the edges because the speeds of the robots don't 
change. 

In this algorithm, robots are considered to have their own coordinate systems. If it 
is assumed that robots don't have any coordinate system, then robots must use a different 
algorithm to converge to the center of the field. In this new algorithm, instead of recording 
the coordinates of the first and third corners at Step 2, robot R measures the distance 
between the corners while following the edges and records the distances. In Step 3 it 
calculates the distance to p, from the third corner by using the Pythagorean theorem 


(Figure 9). Step 4 and Step 5 are the same as before. 
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Figure 9. Pythagorean theorem for calculating the center of the rectangularly 
shaped field. 


In simulations, at Step 5, the merge-then-circle algorithm is executed to form a 
circle. It is noted that the sleep times in the merge-then-circle algorithm will be the same 
as T in Step 4. Figure 10 depicts a simulation result of this algorithm. Figure 10(a) shows 
an initial distribution of robots. In Figure 10(c), robots are following the edges of the field. 
Figure 10(f) is a merged cluster at the center of the field. Figure 10(g) is a rough circle 
occurring in the intermediate steps of the merge-then circle algorithm. Figure 10(h) is the 
final distribution of the robots on a circle after completion of Step 5. The source code of 


the algorithm is in Appendix D. 
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Figure 10. Selected images of a simulation of the limited range algorithm: (a) the 
initial distribution, (b)-(g) intermediate steps, and (h) the final distribution of the 
robots. 
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V. CONCLUSION AND RECOMMENDATION 


In this thesis, formation problems for distributed autonomous mobile robots are 
analyzed by considering the physical dimensions of robots. All algorithms explained in this 
thesis are simulated using the Nomad 200 Robot Simulator. This simulator represents 
robots with their physical constraints. By assuming the physical robots, new algorithms for 
the formation of a line, circle and cluster are developed. Formation problems for mobile 
robots, distributed in a large rectangular field with limited sensor ranges, are also studied 
and simulated. In the simulations, the potential field method is adopted for collision 
avoidance. 

The simulation results of the new algorithms, described in this thesis, indicate that 
these algorithms can be used in various fields currently using centralized control, like 
factory automation projects, operations in hazardous environments, planetary and space 
explorations, and military applications, such as so called “Battlefield of the Future” 
scenarios. 

Existing formation algorithms [Ref. 1, 2, 3, 4, 5] do not work well on physical 
mobile robots because of their assumptions that robots are dimensionless points and are 
equipped with perfect sensors. However physical robots have limited sensor ranges. The 
new algorithms described in this thesis are developed for physical robots with 
consideration of sensor range limitations. 

In this thesis the algorithms are developed for obstacle-free spaces. In future 


research these algorithms can be improved by considering obstacles in the operation field. 
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APPENDIX A. THE SIMULATION PROGRAM CODE FOR LEAST-SQUARE 
LINE ALGORITHM 


[RRR KK RKRKRK KEK KERR KE KKKKK KHER KEKE RK KEKE KKKKKKK KK KKKKK KKK RAK RK KEK 


This is a C program used for the simulations to simulate least-square 
line algorithm by using potential field method. Developed by Okay 
Albayrak. Last Modified in May 1996. This program has one input 


argument. Usage <function> <Robot_ID> number. 
ee ee NE RE EER RA EERE ERK AAA BRK MK 


/*** Include Files ***/ 
#include "Nclient.h" 
#include <stdio.h> 
#include <stdlib.h> 
#include <math.h> 

/*** Constants ***/ 
#define TRUE 1 

#define FALSE 0 

#define PI 3.1415926 


/*** Function Prototypes ***/ 
void GetSensorData(void); /* This function returns sensor data */ 


void Movement (void);/*This function controls robot motions*/ 
ie “Sign (int) ; 
void potential(void); /* This function implements potential field */ 


/*** Global Variables ***/ 
long SonarRange[16]; /* array of sonar readings (inches) */ 


long IRRange{16]; /*array of infrared readings (no units) */ 

int BumperHit = 0; /* boolean value */ 

/*the current robot configuration; x, y, steering_angle, turret_angle (x 
and y are in tenth of inches, and angles are in tenth of degrees )*/ 
Tong robot config [4]; 


long goal_config[4]; /*the goal configuration of the robot*/ 


/* sonar sensor numbers which returns minimum and maximum distances */ 
int minreturn, maxreturn; 


/* minimum and maximum distances returned by the sonar sensors */ 
long mindist, maxdist; 


double xgoal, ygoal; /* coordinates of destination in robot’s coordinate 
system */ 


/* the desired translation and steering velocity in 1/10 inch/sec and 
1/10 deg/sec */ 
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int tvel, svel; 


int Robot_ID; /* represents robot number */ 


/*** Main Program ***/ 
Main (unsigned int argc, char* argv[]) 


{ 


imt i; 
int onder [tél]: 
int oldx, olay; Fs 


Robot _ID = ateliargv (1) 
Printét (“argv l=] corn arovi |); 
Prince (“Robot _iID= %d \n" Robot 1D): 


/* Enter robot’s number */ 

if {arqe!=2). { 
printf ("please enter 1 parameters besides the command\n") ; 
exit(); 


} 


/* This version of Nomad Robot 200 simulator can only simulate up 
to six robots */ 


if ( (Roboterb=<1) || SC Robotetn-6) at 
printf ("Robot ID must be between 1 and 6 "); 
exit) 


} 


/* Communication port with robot and host computer */ 
SERV_TCP_PORT=7772 ; 


/* Connect to Nserver. */ 
connect_robot (Robot_ID) ; 


/* Initialize Smask and send to robot. Smask is a large array that 
controls which data the robot returns back to the server. This 
function tells the robot to give us everything. */ 

init_mask(); 


/* Configure timeout (given in seconds). This is how long the 
robot will keep moving if you become disconnected. Set this low if 
there are walls nearby. */ 

CONELEM( 1) = 


/* Sonar setup: configure the order in which individual sonar 
units fire. In this case, fire all units in counter-clockwise 
order (units are numbered counter-clockwise starting with the 
front sonar as zero). The conf_sn() function takes an integer and 
an array of at most 16 integers. If less than 16 units are to be 
used, the list must be terminated by a element of value -1. See 
the IR setup below for an example of this. The single integer 
value passed controls the time delay between units in multiples of 
four milliseconds. */ 
for (1 = 0; i <= 167 i++) 

erderti)) = 1; 
conf_sn(1,order); 
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} 


/* Infrared setup: only use the front 8 sensors as a last resort. 
The IR sensors are not useful for gauging distances accurately, 
and are thus only used to determine the presence of obstacles 
that are missed by the sonar system. */ 
for (f= 0; i = 16; i++) 

Order ia) = 1; 
conf_ir(1,order) ; 


/* Unfortunately, the robot can talk... */ 
tk("Let's make a line."); 


/* Zero the robot. This aligns the turret and steering angles. The 
repositioning junk is neccessary to allow the user to position the 
robot. This is needed for real robots. */ 

[fs 

oldx = State[34]; /* State vector 34 and 35 give the coordinates 
of the robot */ 

oldy = State[35]; 


26); 

Wot, lee 2) jr. 
place _ robot (oldx, Giddy, 0; 0) ; 
was 


/* Main loop. */ 
while (!BumperHit) 
{ 
GetSensorData(); 
Movement (); 
} /* end of the while statement */ 


/* Disconnect. */ 
vm(0,0,0); 
disconnect_robot (Robot_ID) ; 


/* end of the main function */ 


/* Movement(). This function is responsible for using the sensor data to 
direct the robot's motion appropriately. */ 
void Movement (void) 


{ 


/* Variables are defined here. */ 
aint 2: 


int sum = 1; /* This variable is used to find how many robots are 
visible */ 


double x[16], y{16}]; /* x and y coordinates of the robots seen by 
sonar sensor */ 


double Ex , Ex2, Ey, Exy; /* Variables used to calculate least- 
square line fitting */ 


double c0O, ncl, cl, distance; 


/* Initialization of the variables */ 
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Ex = 0.0: /* Used to calculate sum of x coordinates of the wicible 
BObots. */ 


Ex2 = 0.0; /* Used to calculate sum of squares of x coordinates of 
the robot. */ 


Ey = 0.0; /* Used to calculate sum of x coordinates of the visible 
ToObovSs.. */ 


Exy = 0.0; /* Used to calculate sum of multiplication of x and y 
coordinates. */ 


/* This’ loop is for calculating sum, Ex, Ey, Bx2, Exy =/ 
Pow, (1 =O 1-6, sts) 
{ 


x(1} O20 
vila 0.0 


Wo 


‘ 


if (SonarRange[i] < 255) 

{ 
x[i] = ( (double) (SonarRange[i}]) + 8.81) * cos ( 
(double) (1) * 10239); 


yl[i] = ( (double) (SonarRange[i]) + 8.81) * sin ( 
(double) (i) * 0.39); 


sum++; /* calculates the number of visible robots 
including i1tseli */ 


} /* end of if statement */ 


Ex = Ex + x[i]; /* Calculates sum of x coordinates of the 
visible robots. */ 


Ex2 = Ex2 + (x[ij}*x[i]); /* Calculates sum of squares of x 
coordinates */ 


Ey = Ey + ylijJ; /* Calculates sum of x coordinates of the 
visible robots. */ 


Exy = Exy+(x[i]*y[i]); /* Calculates sum of multiplication 
of x and y coordinates. */ 


} /* end of for loop */ 


DEIntE ("sum = cain”, Sum) ; 
DiEmict sex = Siti’, Ex): 
Drintr ("Ry = siin", By); 
Detmtt ("Bx2 = Si\n", 6x2); 
Brine t( See = sind) Ex): 


/* Ex or Ey equals to zero, if there is no visible robots or all 
the robots are in the line */ 
if 4 (fabs({ex)) =< 0-01). || tfabe(By) < 0.02) ) 
{ 
goal -—] 0.0; 
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Vooal = 0.0: 
Princi( ex < O701 || eby < 0.01"); 
} /* end of if statement */ 


else 

{ 
/* cO is the slope of the least-square line fit */ 
cO = ( (Ex*Ey)-((double) (sum)*Exy) ) / ({(Ex*Ex) - 
( (double) (sum)*Ex2) ); 


/* nel and cl calculates the same value which is the y- 
intercept of the least square line fit*/ 


nel = (Ey ~ (Ex*c0)) / (double) (sum); 

cl= ((Ey*Ex2) - (Exy*Ex)) / ( ((double) (sum)*Ex2) - (Ex*Ex) 
Drinel("CcO"= Sf \n eco); 

Print nel = tir\n”, nel); 

prince (ol, = Sim’. acl): 


/* xgoal and ygoal are the coordinates in the line segment 


‘itd 
Goal =mt-el = -cOy/ ((c0*c0) + 1); 
ygoal = (c0O*xgoal) + cl; 


}/* end of else statement */ 


/* If only one robot is detected , then the robot moves to that 
robot. Because the robot might be at the endpoint of the line 
segment */ 
if ( (sum == 2) 6s (mindist > 25) ) 
{ 

xgoal = ( (double) (mindist) + 8.81) * 

cos((double) (minreturn) * 0.39); 


ygoal = ( (double) (mindist) + 8.81) * 
sin( (double) (minreturn) * 0.39); 


} 


/* robots uses potential field method to control its movements */ 
potential() ; 


/* The simplest search algorithm; if there isn’t any robot 
detected, then the robot makes a big circle to search others. */ 
if (mindist==255) { 

svel = 50; 

tvel = 100; 
} 


/* Set the robot's velocities. The first parameter is the robot's 
translational velocity, in tenths of an inch per second. This 
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velocity can be between -240 and 240. The second parameter is the 
steering velocity, and the third is the turret velocity. The units 
of the latter two are tenths of a degree per second, and can be 
between -450 and 450. The same value is given for these two so 
that the turret is always facing the direction of motion. */ 
vm(tvel,svel,svel); 


} #/* end of the fimetion */ 


/* Read in sensor data and load into arrays. */ 
void GetSensorData (void) 


{ 


Tits 1: 


/* Read all sensors and load data into State array. */ 
gs(); 


/* Read State array data and put readings into individual arrays. 
<7 
fOr (1 = Ose ceo ae) 
{ 
/* Sonar ranges are given in inches, and can be between 6 
and 255, inclusive. ~*/ 
SonarRange[i] = State[17+i]; 


printf ("SonarRange[%d] : @d \n", i, SonarRange[i]); 


/* IR readings are between 0 and 15, inclusive. This value 
is inversely proportional to the light reflected by the 
detected object, and is thus proportional to the distance of 
the object. Due to the many environmental variables 
effecting the reflectance of infrared light, distances 
cannot be accurately ascribed to the IR readings. */ 
IRRange[i] = State[1+i]; 

} 


/* The robot configuration parameters (x,y,steering_angle,and 
turret_angle) are stored in State[34], State[35], State[36], and 


State[37]. */ 
for (41 = 0701) <4 5142) 
robotscontig(i) = State(34+1)]; 


/* Check for bumper hit. If a bumper is activated, the 
corresponding bit in State[33] will be turned on. Since we don't 
care which bumper is hit, we thus only need to check if State[33] 
is greater than zero. */ 
if (State[33] > 0) { 

BumperHit = 1; 

tk("ouch."); 

printf ("Bumper hit!\n"); 
} 


/* Calculate which sonar returns minimum distance */ 
mMinreturn = 0- 
for (1 = 1.4 i < 16 3° 144) 


if (SonarRange[i] < SonarRange[minreturn] ) 
minreturn = i; 


ir 
mindist = SonarRange[minreturn] ; 
printf ("minreturn : %d mindist: %d \n",minreturn,mindist) ; 
/* Calculate which sonar returns maximum distance */ 
maxreturn = minreturn ; 
Porn (1 =200 at S16). ieee) 
{ 
if ((SonarRange[i] >= SonarRange[maxreturn]) && 
(SonarRange[i]<255) ) 
maxreturn = 1; 
} /* end Gt for Joop: */ 
maxdist = SonarRange[maxreturn] ; 
printf ("maxreturn : %*d maxdist: %*d \n", maxreturn,maxdist) ; 
/* Notice the user if there is no contact */ 
ie (MUN tSst == 255) 
printf("There is no object around"); 
} /* End of the GetSensorData() function */ 
/* Sign function. It returns 1 if x is positive, and returns -1 
otherwise */ 
imt Sign(ink x} 
{ 


return x>0?1:-1; 
} /* end of sign function */ 


/* The potential field method is used for motion control and collision 
avoidance */ 
void potential() { 


/* Various constants for computing attractive and repulsive forces 
should be defined here, e.g., */ 


double rho_0O = 20.0; /* cut-off distance of the repulsive force */ 
double scale = 15.0 ; /* scaling factor for attractive force */ 
double eta = 12000.0; /* repulsive force scaling factor */ 

double d = 100.0 ; /* saturation in attractive force */ 

double gain_tvel = 0.1; /* translational velocity gain */ 


double gain_svel = 200.0; /* rotational velocity gain */ 
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ura en ule 


/* attractive and repulsive forces are defined */ 
double F_att[2], F_rep[2]), F_tol[2] ; 


double rho_float; 
double distance ; 


printf ("xgoal = %f\n", xgoal); 
printét ("“ygoall = tE\n", yooal): 


/* the distance between present location and destination is 
calculated */ 
distance = hypot(xgoal,ygoal) ; 


printf("distance : @f\n ", distance) ; 


/* parabolic-well definition of the attractive force */ 
if (distance <= qd) 
{ 
F_att[(0]) = scale*xgoal ; 
F_att[{1]) = scale*ygoal ; 
} 


/* conic-well definition of attractive force */ 
else 
{ 
F_att[0] 
F_att[1] 


scale*d* (xgoal/distance) ; 
scale*d* (ygoal/distance) ; 


Hoth 


} 


/* compute the repulsive force in the robot coordinate */ 


F_rep[0] = 0.0; /* repulsive force implied on x-axis */ 
F_rep[1] = 0.0; /* repulsive force implied on y-axis */ 
for (1 °=80"a, <= 153502) 
{ 

rho_float = (double) (SonarRange[i]) ; 

Li (reno. float) =)1rno-0) 

{ 


F_rep[0]) += -eta * (1.0/rho_float - 1.0/rho_0) * 
cos((double) (i) * 0.392699) / (rho_float); 


F_rep[1] += -eta * (1.0/rho_float - 1.0/rho_0) * 
sin( (double) (1) * 0.392699) / (rho_float); 


} /* end of if statement */ 
} /* end oft for loop */ 
/* compute the total force in the robot coordinates */ 


F_tol[0]) = F_att[0) + F_rep[0]; 
F_tol[1] FP ate(1)] + Frep(1]; 


/* set the translational velocity */ 
tvel = (int) (gain_tvel * F_tol[0)); 
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/* set the rotational velocity */ 


Pe escol0| == 0.0) svele= 70; 
else 
{ 
svel = (int) (gain_svel * sin(atan2(F_tol[{1],F_tol[0]))); 


svel = svel * sign( (int) (F_tol[0]) ); 
} 


/* limit the translational and rotational velocities */ 
if (abs(tvel) > 230) 
Evele= 230 * sign(tvel);> 


if (abs(svel) > 450) 
svel = 450 * sign(Svel); 


Pye end of potential() function */ 
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APPENDIX B. THE SIMULATION PROGRAM CODE FOR MERGE 
ALGORITHM 


[RRR KKKRKRKKRKKEKKKK KKK KR KAKA KAKKKKKKRKKAKAKKRKEKK KKK KK KR KKK KKK KK RK 
This is a C program used for the simulations of merge algorithm. 


Developed Okay Albayrak. Last modified in May 1996. Usage <function> 


<Robot_ID>. This program merges the robots to a cluster. 
Sate AAR REAR ER AR ERE RRREAE RARER AARERKERRARRRKRKRKRRRRRERAEKREX ER | 


7*** Include Files ***/ 
#include "Nclient.h" 
#include <stdio.h> 
#include <stdlib.h> 
#include <math.h> 


Ve Constants “**/ 
#define TRUE 1 
#define FALSE 0 
#define PI 3.1415926 


is Punceion Prototypes ***/ 
void GetSensorData(void); /* This function returns sensor data */ 


void Movement (void); /* This function controls robot motions */ 


int sign(int); /* This functions returns 1 for positive values and -1 
for negative values */ 


void potential(void); /* This function implements potential field */ 


f=** Giobal Variables ***/ 
long SonarRange[16]; /* array of sonar readings (inches) */ 


long IRRange{16]; /* array of infrared readings (no units) */ 

int BumperHit = 0; /* boolean value */ 

/*the current robot configuration; x, y, steering_angle, turret_angle (x 
and y are in tenth of inches, and angles are in tenth of degrees )*/ 
rongerobol =conL1g| 4); 

long goal_config[4]; /* the goal configuration of the robot */ 

/* constants for computing attractive and repulsive forces in potential 
field*/ 

double Floatt[2), F-rep(2), FoEol(2]; 


/* sonar sensor numbers which returns minimum and maximum distances */ 
int minreturn, maxreturn; 


/* minimum and maximum distances returned by the sonar sensors */ 
long mindist, maxdist; 
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double xgoal, ygoal; /* coordinates of destination in robot’s coordinate 
system */ 


/* the desired translation and steering velocity in 1/10 inch/sec and 
1/10 deg/sec */ 
int tvel, svel; 


int Robot_ID; /* represents robot number */ 


/*** Main Program ***/ 
main (unsigned int argc, char* argv[}) 
{ 
int, index; 
imt order | 16]; 
ine oldx, Olay. 
Robot ID = ato (argv, 
printf ("argv[1ljJ= ts \n” ,argv([1))); 
printt("“Robot_ID= td \n"“) Rebot_ID) ; 


/* Enter robot’s number */ 
Le (arge!=2)9{ 


printf("please enter 1 parameters besides the command\n") ; 


ExX1e ()z- 


} 


/* Nomad Robot 200 simulator can only simulate up to six robots */ 


if ( (Robot_ID<1) || ( Robot_ID>6) ) { 
printf("Robot ID must be between 1 and 6 "); 
exit): 


} 


/* This is the communication port between robot and host server. 
ile 
SERV_TCP_PORT=7772; 


/* Connect to Nserver. */ 
connect_robot (Robot_ID) ; 


/* Initialize Smask and send to robot. Smask is a large array that 
controls which data the robot returns back to the server. This 
function tells the robot to give us everything. */ 

init_mask(); 


/* Configure timeout (given in seconds). This is how long the 
robot will keep moving if you become disconnected. Set this low if 
there are walls nearby. */ 

come tm 1); 


/* Sonar setup: configure the order in which individual sonar 
units fire. In this case, fire all units in counter-clockwise 
order (units are numbered counter-clockwise starting with the 
front sonar as zero). The conf_sn() function takes an integer and 
an array of at most 16 integers. If less than 16 units are to be 
used, the list must be terminated by a element of value -1. See 
the IR setup below for an example of this. The single integer 
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} 


value passed controls the time delay between units in multiples of 
four milliseconds. */ 
FOr (in = 0-7 1. -< 165. 1+) 
order{i] = i; 
cont sn(1,order) ; 


/* Infrared setup: only use the front 8 sensors as a last resort. 
The IR sensors are not useful for gauging distances accurately, 
and are thus only used to determine the presence of obstacles that 
are missed by the sonar system. */ 
for (. = OF 1 = 16: i++) 

order(1|) = 1: 
Cont. 17 (order); 


/* Unfortunately, the robot can talk... */ 
tk("Let's make a cluster."); 


/* Zero the robot. This aligns the turret and steering angles. The 
repositioning junk is neccessary to allow the user to position the 
robot. This is needed for real robots. */ 


/* 

oldx = State[34]; 
oldy = State[35]; 
Ze) G 


we (ty, 20); 
place  rohot(oldx, oldy; 0, 0); 
ey 


/* Main loop. */ 
while (!BumperHit) 
{ 
GetSensorData(); 
Movement (); 
} /* end of the while statement */ 


/* Disconnect. */ 
wm(0,0,0); /* before disconnecting zero all the velocities */ 


disconnect_robot (Robot_ID) ; 


/* end of the main function */ 


/* Movement(). This function is responsible for using the sensor data to 
direct the robot's motion appropriately. */ 
void Movement (void) 


{ 


/* Variables are defined here. */ 

aimee * 

double x1, x2, yl; v2 3 

/* Coordinates of the closest robot */ 


x1 = ( (double) (mindist) + (8.81)) * cos ( (double) (minreturn) * 
O39 )s 


ol 


yl = ( (double) (mindist) + (8.81)) * sin ( (double) (minreturn) * 


Oso): 

/* Coordinates of the furthest visible robot */ 

x2 = ( (double) (maxdist) + (8.81)) * cos ( (double) (maxreturn) * 
Ole Shs li - 

y2 = ( (double) (maxdist) + (8.81)) * sin ( (double) (maxreturn) * 
0239)- 


/* Coordinates of the goal points in robot coordinate system */ 
XGoOale=——(e2. 4 P7220; 
ygoal = (y2 + yl)/2.0; 


/* ZT£ initial distribution is a line this will break the line */ 


if (abs(minreturn - maxreturn) == 1) || (abs(minreturn - 
maxreturn) == 15) || (minreturn==maxreturn) ) 
{ 

if ( abs(mindist-maxdist)<=4 ) 

{ 


xgoal = ((double) (mindist)+8.81) * cos( 
((double) (minreturn) *0.39) - (60.0 *(PI/180.0)) ); 
ygoal = ((double) (mindist)+8.81) * sin( 
((double) (minreturn) *0.39) - (60.0 *(PI/180.0)) ); 


} 


/* The robot uses potential field method to move to its goal point 
“ad 
potential() ; 


/* The simplest search algorithm; if there isn’t any robot 
detected, then the robot makes a big circle to search others. */ 
1f (mind1Se==255) { 

svel = 50; 

tvel = 100; 


/* Set the robot's velocities. The first parameter is the robot's 
translational velocity, in tenths of an inch per second. This 
velocity can be between -240 and 240. The second parameter is the 
steering velocity, and the third is the turret velocity. The units 
of the latter two are tenths of a degree per second, and can be 
between -450 and 450. The same value is given for these two so 
that the turret is always facing the direction of motion. */ 
vm(tvel,svel,svel); 


Pye end Gf Euncei0n 7 
/* Read in sensor data and load into arrays. */ 
void GetSensorData (void) 


{ 


int a; 
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/* Read all sensors and load data into State array. */ 
gs(); 


/* Read State array data and put readings into individual arrays. 
‘oy 
for (1 = 70552 < 16; 144) 
{ 
/* Sonar ranges are given in inches, and can be between 6 
and 255, inclusive. *7/ 
SonarRange[i] = State[17+i]; 


printf ("SonarRange[%d] : d\n", i, SonarRange[i]); 


/* IR readings are between 0 and 15, inclusive. This value 
is inversely proportional to the light reflected by the 
detected object, and is thus proportional to the distance of 
the object. Due to the many environmental variables 
effecting the reflectance of infrared light, distances 
cannot be accurately ascribed to the IR readings. */ 
TRRange[i] = State[1+i]; 

} 


/* The robot configuration parameters (x,y,steering_angle,and 
turret_angle) are stored in State[34], State[35], State[36], and 
Statel37 li. */ 
fOr (2 2 O08 a ae t+) 

robot_config[i] = State[34+i]J; 


/* Check for bumper hit. If a bumper is activated, the 
corresponding bit in State[33] will be turned on. Since we don't 
care which bumper is hit, we thus only need to check if State[33] 
is greater than zero. */ 
if (State[33] > 0) 
{ 

BumperHit = 1; 

tki( ouch ..").; 

Drintke( "Bumper hit! \n") ; 
} 


/* Calculate which sonar returns minimum distance */ 
minréeturn = 0; 
Pom (ie = lee (16. Ga) 
if (SonarRange[i] < SonarRange[minreturn] ) 
minreturn = i; 


} 


mindist = SonarRange[minreturn] ; 
printf ("minreturn:%d mindist: %d\n",minreturn,mindist) ; 


/* Calculate which sonar returns maximum distance */ 
maxreturn = minreturn ; 
for (i = 0 ; i < 16 ; i++) 
{ 
if ((SonarRange[i] >= SonarRange[maxreturn]) && 
(SonarRange[i]<255) ) 
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maxreturn = i; 


} 


maxdist = SonarRange[maxreturn] ; 
printf ("maxreturn:%d maxdist: %d\n",maxreturn,maxdist) ; 


/* Notice the user if there is no contact */ 
LES(mindist == 255) 
printf("There is no object around") ; 

} /* end of the GetSensorData() function */ 


/* Sign function. It returns 1 if x is positive, and returns -1 
otherwise */ 
int sign(int x) 
{ 
return x>0?1:-1; 
} /* end of the sign() function */ 


/* The potential field method is used for motion control and collision 
avoidance */ 
void potential() { 


/* Various constants for computing attractive and repulsive forces 
should be defined here, e.g., */ 


double rho_0 = 50.0; /* cut-off distance of the repulsive force */ 
double scale = 10.0 ; /* scaling factor for attractive force */ 
Gouble eta = 12000.0; /* repulsive force scaling factor */ 

double ad = 100.0 ; /* saturation in attractive force */ 

double gain_tvel = 0.1; /* translational velocity gain */ 

double gain_svel = 200.0; /* rotational velocity gain */ 

inti 


/* attractive and repulsive forces are defined */ 
Gouble F_att[2], F_rep[2], F_tol[2] ; 


double rho_float; 


Gouble distance ; 


1] 


Drint£l ("xgoal S£\n "> xgoal) = 
print£ (“ygoal = #£\n", ygoal); 


/* the distance between present location and destination is 


calculated */ 
distance = hypot(xgoal,ygoal) ; 
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Primci{"dastance + tf\n “, distance) ; 


/* parabolic-well definition of the attractive force */ 
if (distance <= d) 


{ 
F_ ate [0] = scale*xgoal ; 
F_att[1] = scale*ygoal ; 
} 
/* conic-well definition of attractive force */ 
else 
{ 
F_att[0] = scale*d* (xgoal/distance) ; 
F att|i] = scale*d* (ygoal/distance) ; 
} 


/* compute the repulsive force in the robot coordinate system */ 


F_rep[0] = 0.0; 
Penept) |] =—0.0; 
Fok. = Of0a, <= 15> 14+) 


‘| 
rho_float = (double) (SonarRange[i]); 
1f (phere tloat < rho_0) 
{ 
F_rep(0)+= -eta * (1.0/rho_float - 1.0/rho_0) * 
cos((double) (i) * 0.392699)/(rho_float) ; 


Porep(t}+= -eta * (1.0/rho_float - 1.0/rho_0) * 
Sin( (double) (2) * 0.392699) /(rho_Eloat) ; 


) /* end of if statement */ 
pe * end of for loop */ 
/* compute the total force in the robot coordinates */ 


PatoliGg) = Feate(0] + Forep[0]; 
F_tol{1] = F_att[l] + F_rep([1]; 


/* set the translational velocity */ 
tvel = (int) (gain _tvel * fF tol[0]); 


/* set the rotational velocity */ 
if (PF tol[o)] == 0.20) svel = 0; 


else 


{ 
svel=(int) (gain_svel*sin (atan2(F_tol[1],F_tol[0]))); 


Ssvell = svel* sign (aint) (F-tol[0])}) ); 
} 


/*limit the translational and rotational velocities */ 


if (abs(tvel) > 230) 
tvel = 230-* ‘sign(tvel); 
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} 


if (abs(svel) > 450) 
svel = 450 * sign(svel) ; 


/* end of potential () 


function */ 
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APPENDIX C. THE SIMULATION PROGRAM CODE FOR MERGE-THEN- 
CIRCLE ALGORITHM 


[RRR KRKEKK KKK KKK KKK KKK KKK KEKKKKKEKKKKKKKK KKK KKK KKK KKK KKK KKK KK 


This is a C program used for the simulations of merge-then-circle 
algorithm. It is developed by Okay Albayrak, and it is last modified in 
May 1996. Usage <function> <Robot_ID> <Radius of the Circle in 1/10 
inch>. This function needs 2 parameters first parameter is the robot id 


and second one is the desired radius of the circle. 
eee EEE RRA EAR RE K 


/*** Include Files ***/ 
#include "Nclient.h" 
#include <stdio.h> 
#include <stdlib.h> 
#include <math.h> 


f/*** Constants ***/ 
#define TRUE 1 
#define FALSE 0 
#define PI 3.1415926 


y*** Funetion Prototypes ***/ 
void GetSensorData (void); /* This function returns sensor data */ 


void Movement (void); /* This function controls robot motions */ 


int sign(int); /* This function returns 1 for positive values, -1 
otherwise */ 


void SwichToCircle(void);/*This functions forms a rough circle after all 
robots merged* / 


void Movement1 (void); 


void GoCircle(); /* This function makes robots form a homogeneous circle 
after they form a rough circle */ 


void min2max (void) ; 


void potential(void); /* This function implements potential field method 
a7 


/*** Global Variables ***/ 
long SonarRange[16]; /* array of sonar readings (inches) */ 


long IRRange[16]; /* array of infrared readings (no units) */ 
int BumperHit = 0; /* boolean value */ 
/* the current robot configuration; x, y, steering angle, turret angle. 


x and y are in tenth of inches, and angles are in tenth of degrees */ 
long robot contig |4]; 


af 


long goal_config[4];/*the goal configuration of the robot*/ 


double xgoal, ygoal; /* coordinates of the goal position in robot 
coordinate system */ 


int tvel, svel; /* translation and steering velocities 1/10 inch/sec and 
1/10 deg/sec */ 


int minreturn, maxreturn, secondminreturn ; 

long mindist, maxdist, secondmindist ; 

double r, R; /* desired radius of the circle */ 

int Robot_ID; /*Robot ID number can be between one and six*/ 


long SortedSonarRange[16]; /* This array has the sorted values of 
SonarRange[16] */ 


int SortedSonarReturn[16]; 
int SleepTime = 100; 


/*** Main Pregram ***/ 
Main (unsigned int argc, char* argv[]) 
{ 

int i, index; 

int order[16]; 

int-oldx, oldy; 

int SumStop = 0; 


Robot_ID = atoi(argv([1]); 


* yr is radius */ 
(double) (atoi(argv[2])) ; 


/ 
G 
R Gs 


prince ("arav(lj= ts \n° ,arav me); 
Printt ("Robet_ID= %d \n", Rebot_1D) -; 


TE (argel=3) 4 
printf ("please enter 2 parameters besides the command\n"); 


exit(); 

} 

if ( (Robot_ID<1) || ( Robot_ID>6) ) { 
printf("Robot ID must be between 1 and 6 "); 
exit (); 


} 

/* This is the communication port between robot and host server. 
uns : 

SERV FCP PORT=/7//2; 


/* Connect to Nserver. */ 
connect_robot (Robot_ID) ; 
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/* Initialize Smask and send to robot. Smask is a large array that 
controls which data the robot returns back to the server. This 
function tells the robot to give us everything. */ 

init_mask(); 


/* Configure timeout (given in seconds). This is how long the 
robot will keep moving if you become disconnected. Set this low if 
there are walls nearby. */ 

Cont tm ll}; 


/* Sonar setup: configure the order in which individual sonar 
units fire. In this case, fire all units in counter-clockwise 
order (units are numbered counter-clockwise starting with the 
front sonar as zero). The conf_sn() function takes an integer and 
an array of at most 16 integers. If less than 16 units are to be 
used, the list must be terminated by a element of value -1. See 
the IR setup below for an example of this. The single integer 
value passed controls the time delay between units in multiples of 
four milliseconds. */ 
for (1 = O- 2 °=< 16s i++) 

order [1] = 1; 
conf_sn(1,order) ; 


/* Infrared setup: only use the front 8 sensors as a last resort. 
The IR sensors are not useful for gauging distances accurately, 
and are thus only used to determine the presence of obstacles that 
are missed by the sonar system. */ 
for (1 = 0; 2 < 16; 1+) 

order(i)) = a; 
Cont ar (i, order); 


/* Unfortunately, the robot can talk... */ 
tk("Start the program."); 


/* Zero the robot. This aligns the turret and steering angles. The 
repositioning junk is neccessary to allow the user to position the 
robot. This is needed for real robots. */ 


ax 

oldx = State[34]; 
oldy = State[35]; 
Za); 


we (1)1715 20); 
place robot (oldx, ocidy, 0, 0); 
wo 


j= Main wtoop. */ 
while (!BumperHit) 
{ 
GetSensorData() ; 
Movement () ; 
TEC (abettvel) < 11) &£& (mindist != 255) ) 
SUMSEOpt+; 


printf ("Merge->SwitchToCircle SumStop = %d\n",SumStop) ; 
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if (SumStop > 25) 

{ 
SE; 
GetSensorData(); 
sleep(SleepTime) ; 
SwichToCircle(); 


} /* end of if statement */ 
} /* end of while loop */ 
/* Disconnect. */ 
vmi(0y 0,0) |; 
disconnect_robot (Robot_ID) ; 
} /* end of main function */ 
/* Movement(). This function is responsible for using the sensor data to 
direct the robot's motion appropriately. */ 
void Movement (void) 
‘ 
/* Variables are defined here. */ 
ince a: 
double xl, x2, yl, ya 5 


/* Coordinates of the closest robot */ 
x1 = ((double) (mindist)+(8.81)) * cos((double) (minreturn) *0.39); 


yl = ((double) (mindist)+(8.81)) * sin( (double) (minreturn) *0.39); 


/* Coordinates of the furthest visible robot */ 
x2 = ((double) (maxdist)+(8.81)) * cos( (double) (maxreturn) *0.39); 


y2 = ((double) (maxdist)+(8.81)) * sin( (double) (maxreturn) *0.39); 
/* Coordinates of the goal points in robot coordinate system */ 
xgGoal. = (x2 4+ xl) /220; 
yooal = {y2 + yl)/2.0; 


/* If initial distribution is a line this will help to break the 


line */ 

if (abs(minreturn-maxreturn) == 1 ) || (abs(minreturn - maxreturn) 
== 15) || (minreturn==maxreturn) ) 

{ 


if ( abs (mindist-maxdist) <=4 ) 
{ 
xgoal = ((double) (mindist) + 8.81) * 
cos(((double) (minreturn) *0.39) - (60.0 *(PI/180.0)) ); 


ygoal = ((double) (mindist) + 8.81) * 
sin(( (double) (minreturn)*0.39) - (60.0 *(PI/180.0)) ); 
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/* The robot uses potential field method to move to its goal point 
ak 
potential() ; 


/* The simplest search algorithm; if there isn’t any robot 
detected, then the robot makes a big circle to search others. */ 
Le (urnesst==255) 
{ 

svel = 50; 

tvel = 100; 
} 


/* Set the robot's velocities. The first parameter is the robot's 
translational velocity, in tenths of an inch per second. This 
velocity can be between -240 and 240. The second parameter is the 
steering velocity, and the third is the turret velocity. The units 
of the latter two are tenths of a degree per second, and can be 
between -450 and 450. The same value is given for these two so 
that the turret is always facing the direction of motion. */ 
vm(tvel,svel,svel); 


/* Read in sensor data and load into arrays. */ 
void GetSensorData (void) 


{ 


imc ie 


/* Read all sensors and load data into State array. */ 


gs(); 

/* Read State array data and put readings into individual arrays. 
mf 

forget: = 0-3, < 16; a++) 


{ 


/* Sonar ranges are given in inches, and can be between 6 
and 255, inclusive. */ 

SonarRange[i] = State[17+1i]; 

printf ("SonarRange[%d] : d\n", i, SonarRange[i]); 


/* IR readings are between 0 and 15, inclusive. This value 
is inversely proportional to the light reflected by the 
detected object, and is thus proportional to the distance of 
the object. Due to the many environmental variables 
effecting the reflectance of infrared light, distances 
cannot be accurately ascribed to the IR readings. */ 
IRRange[i] = State[1+i]; 

} 


/* The robot configuration parameters (x,y,Ssteering_angle, and 
turret_angle) are stored in State[34], State[35], State[36], and 
State[37]. */ 
for (1 °= 07 a <)43 714+) 

robot_config[i] = State[34+1i]; 
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/* Check for bumper hit. Ef a bumper is activated, the 
corresponding bit in State[33] will be turned on. Since we don't 
care which bumper is hit, we thus only need to check if State[33] 
is greater than zero. */ 
if (State[33] > 0) 
{ 

BumperHit = 1; 

ek (“Cuehw.! ); 

PEIntl("Sunper hit! in"); 
} 


/* Calculate which sonar returns minimum distance */ 
minreturn = 0; 


for (ae = 1 ee 6 ae 
if (SonarRange[i] < SonarRange[minreturn] ) 
Minreturn = 1; 


} 


mindist = SonarRange[minreturn] ; 
printf ("minreturn:%d mindist: %d\n",minreturn,mindist) ; 


/* Calculate which sonar returns maximum distance */ 
mMaxreturn = minreturn ; 
for (1 = 0 =; 1 < 26 -4ist) 7 
if ((SonarRange[i] >= SonarRange[maxreturn]) && 
(SonarRange[i]<255) ) 
maxreturn = i; 


i 


maxdist = SonarRange[maxreturn] ; 
printf ("maxreturn:%d maxdist: %d\n",maxreturn,maxdist) ; 


/* find the second closest robot */ 
min2max () ; 

secondminreturn = SortedSonarReturn[1]; 
secondmindist = SortedSonarRange[1] ; 


if ((abs(SortedSonarReturn[0]-SortedSonarReturn[{1])==1) || ( 
abs (SortedSonarReturn [0]-SortedSonarReturn[1])==15) ) 
{ 
secondminreturn = SortedSonarReturn[2]; 
secondmindist = SortedSonarRange[2] ; 


if ( (abs (SortedSonarReturn[0]-SortedSonarReturn [2] ) == 
(abs (SortedSonarReturn [0] -SortedSonarReturn[2])==15) ) 
{ 


1) {I 


secondminreturn = SortedSonarReturn [3]; 
secondmindist = SortedSonarRange[3] ; 


} 
/* Notice the user if there is no contact */ 


1f (mindist == 255) 
printf("There is no object around"); 
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} /* End of the GetSensorData() function */ 


/* Sign funetron. It returns 1 if x is positive, and returns -1 
otherwise */ 
int sign(int x) 
{i 
return x>0271:-1; 


} 


/* The potential field method is used for motion control and collision 
avoidance */ 
void potential() { 


/* Various constants for computing attractive and repulsive forces 
should be defined here, e.g., */ 


double rho_0 = 50.0; /* cut-off distance of the repulsive force */ 
double scale = 10.0 ; /* scaling factor for attractive force */ 
double eta = 12000.0;/*repulsive force scaling factor*/ 

double d = 100.0 ; /*saturation in attractive force */ 

double gain_tvel = 0.1; /* translational velocity gain */ 

double gain_svel = 200.0;/*rotational velocity gain */ 

Tig, Oke 


/* attractive and repulsive forces are defined */ 
aouble  Ftatt (2), FF repiZ)], Fotoll[2] ; 


double rho_float; 


double distance ; 


i) 


Prantl ('xgoal 4i\n", xgoal); 
prantt ('ygqoal = sf\n", yqoal); 


/* the distance between present location and destination is 
calculated */ 

distance = hypot(xgoal,ygoal) ; 

printf("distance : %f\n ", distance) ; 


/* parabolic-well definition of the attractive force */ 
if (Adustance <= d) 
{ 
F_att[0] = scale*xgoal ; 
Fratelli] = scale*ygoal ; 
i 


/* conic-well definition of attractive force */ 
else 
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F_att[0] 
Fae ie] 


scale*d* (xgoal/distance) ; 
scale*d* (ygoal/distance) ; 


} 


/*compute the repulsive force in the robot coordinate*/ 
F_rep[0] = 0.0; 
EF reo ile =s0eo- 
for (1 = 07 sie isee ie) 
{ 
rho_float = (double) (SonarRange[i]); 


if (rho_fileat = 2hond) 

{ 
F_rep[0] += -eta * (1.0/rho_float - 1.0/rho_0) * cos 
((double) (i) * 0.392699)/(rho_float) ; 


F_rep[1] += -eta * (1.0/rho_float —= 1°0/rho_0) * “sim 
((double) (1) * 0.392699) /(rho_float); 


} /* end of if statement */ 
} /* end of for loop */ 
/* compute the total force in the robot coordinates */ 


EF tel] 0] F_att[0] + F_rep[0]; 
Foto! (i) F_att[1] + F_rep[1]; 


"ou 


/* set the translational velocity */ 
tvel = (amt) (gain _tvel * F_tol[0]); 


/* set the rotational velocity */ 


if (FF tol [Ole =="0- 0) svele—ne- 
else 
{ 
svel = (int) (gain_svel * sin(atan2(F_tol[1],F_tol[0]))):; 


svel = svel* sign((int){F_toljo]|))- 
} 
/*limit the translational and rotational velocities */ 
if (abs(tvel) > 230) 

tvel = 230 * sign(tvel); 


if (abs(svel) > 450) 
svel = 450 * sign(svel) ; 


} /* end of potential() function */ 
/* This function forms a rough circle */ 
void SwichToCircle (void) 


{ 


alt g oom ls 
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int s, sm, opposite; 

double xrgoal, yrgoal, alpha; 
int SumStop = 0; 

It CuULcort = 0- 


Ser 
sm = 0; 
for (i = 07 9r-16- 144) 
{ 
if (SonarRange[i]==255) 
{ 
S = Ss +1; 
sm++; 


} /* end of if statement */ 
Pee end of tor Loop */ 


/* If the robot surrendered by other robots then the r distance 
of this robot should be larger */ 
if ( sm<9 ) 

r= 2 + { (double) (mindist) * 10.0) ; 


Drintli("s) =) sd\n”", Ss); 
Print’ ("sm =8sd\n" , sm) ; 


if (mindist != 255) 

{ 

if (SonarRange[15]==255) 
{ 


= 0: 
while (SonarRange[i]==255 ) 
{ 


s=s + 16; 
1++; 


} /* end of while loop */ 
} 


Drincr(“s =“sd\n, ss); 
DEINE: (“Sm = +a wa, sm) ; 


VE - (sm ==" 0) 


opposite = 0; 
else 
opposite = s / sm; /* this gives the direction of the empty 
Space */ 
if (opposite == 0) opposite = 16; 
/* If there is no empty space available search for it 33 times */ 
while ( ((SonarRange[ (oppositet1)%16] != 255) || 
(SonarRange[ (opposite-1)%16] != 255) || (SonarRange[opposite % 16] 


l= 255) SS (CurOorrt =< 34) >) 
{ 
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CutOff++; 

Prince (“Cuber iw— td \n- ; CucOLe), 
oppositett+; 

GetSensorData(); 


/*if empty space is not found look for empty direction*/ 


while (SonarRange[opposite % 16] != 255) 
{ 

oppositet+; 

GetSensorData(); 


printf ("Second Chance") ; 


opposite = opposite % 16; 
printf("opposite = %d\n",opposite) ; 
DIInth ("yr = Seva 


/* calculate the destination point to form a rough circle */ 
xrgoal = r * cos( (double) (opposite) * 0.392699); 
yrgoal = r * sin( (double) (opposite) * 0.392699); 


alpha = (double) (robot config(2]) * Pl/ (1020-13070): 
Prints ("xrgoal = ti\n ,xpgceal) ; 

printf (*yrgoall = tf\n",yrqeal) -; 

Print£ ("robot zcontig(6]| = sd\n", robotwconti1g (01). 
printf ("robot _contrgq([1] = sd\n", robotscontig (1): 
prantft ("robot contig(2| =" sd\n", robot. contigi2)) 


/* following gives the destination points for the robot to form 
the rough circle */ 


goal_config[0] = (cos(alpha) * xrgoal) - (Sin(alpha) * yrgoal) + 
robot_config[0] ; 


goal_config[1] = (sin(alpha) * xrgoal) + (cos(alpha) * yrgoal) + 
robot_config [i]; 


$d\n",goal_config[0]); 
d\n" ,goal_config[1]); 


printf ("goal_config[0] 
printt ("*“gqoal_config[ 1] 


/* Main loop. */ 
while (!BumperHit) 
{ 
GetSensorData(); 
Movement1(); 
if ( abs(tvel) < 11 ) 
SumStop+t; 


printf (“SwitchToCircle->GoCircle SumStop = %d\n",SumStop) ; 
if(SumStop > 25) 


{ 
Sec 
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sleep (33); 
GoCircle(); 


}/* end of if statement */ 
} /* end of while loop */ 
/* Orsconmect. */ 


vin 0, 0, 0) 
disconnect_robot (Robot_ID) ; 


jee end of the function */ 


/* Movementi(). This function is responsible for using the sensor data 
to direct the robot's motion appropriately. */ 
void Movement1 (void) 


{ 


nerd le 

int panie- 
double phi; 
double D_att[2]; 


/* Make sure we are not about to plow into something; check the 
front sonar and infrared sensors. If it looks bad, set panic flag. 
The threshold value for IRRangle has no exact physical relevance, 
and was empirically determined. */ 

panic = FALSE; 


for (1 '= 12399 <=" 521+) 
if (SonarRange[i] < 8 || IRRange[i] < 10) 
Bante = TRUE; 
for (1 = 0-72 <= 4: 5472) 
if (SonarRange[i] < 8 || IRRange[i] < 10) 


panic = TRUE; 


/*attractive force Direction in the world coordinates* / 
D_att{0] = (double) (goal_config[0]-robot_config[0]); 
D_att{1]) = (double) (goal_config[1]-robot_config[1]); 


/* eonvert the attractive force Direction into robot coordinates 
oy, 


Phi = (double) robot contigi2])*Pi7 (10.07180.0); 
KGOal = c€os(pni)*D_att(0] + sin(phi)*D_att [1]; 
ygoal = -sin(phi)*D_att[0] + cos(phi)*D_att([1]; 
potential (); 


vm(tvel,svel,svel); 


/* This function forms a homogeneous circle after a rough circle is 
formed. */ 
void GoCircle (void) 


{ 


/* Variables are defined here */ 
segae, wb 
doubler sive x2, x55 Yi; v2, y3: 
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double xM, yM ; 
double teta; 
double dist; 


while 


{ 


(!BumperHit) 
GetSensorData(); 
x1 = ((double) (mindist)+8.81)*cos( (double) (minreturn) *0.39); 


yl = ((double) (mindist)+8.81)*sin( (double) (minreturn) *0.39); 


x2 ((double) (maxdist)+8.81)*cos( (double) (maxreturn) *0.39); 


((double) (maxdist)+8.81)*sin( (double) (maxreturn)*0.39); 


y2 


x3 = ((double) (secondmindist) + 8.81) * 
cos ( (double) (Ssecondminreturn) * 0.39); 


y3 = ((double) (secondmindist) + 8.81) * 
sin( (double) (Secondminreturn) * 0.39); 


/* middle point coordinates of the centroid of furthest, 
closest and second closest robots */ 

XM = (x1+x2+x3)/3.0; 

YM = (yl+y2+y3)/3.0; 


dist = hypot(xM,yM); /* distance to the middle point */ 


teta = atan2(yM, xM); /* angle between middle point and the 
TODOL. */ 


Drintt (“dist = sew ait); 
DrIntt (“Rese \", (7 10.0), 


/* If the furthest robot can be seen, then move r distance 
of middle point */ 

xgoal = (dist - ((R+100.0)/10.0)) * cos(teta) ; 

ygoal = (dist - ((R+100.0)/10.0)) * sin(teta) ; 


/* If the desired radius is larger than 81 inches, the 
robot doesn’t move */ 

if ( (ines tR7 10.0) 31) 

{ 


On0; 
O70; 


f 


xgoal 
ygoal 


} 


/* If the distances to the closest and second closest 
robots are not equal, move to the closest robot */ 

if (abs(secondmindist - mindist) > 8) 

{ 

> as 

y3; 


xgoal 
ygoal 


ou 
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potential (); 
vm(tvel,svel,svel); 
} /* end of while loop */ 


taey* end of function */ 


/* This function returns sorted sonar distances and the sonar numbers 


that gives this distances */ 
void min2max (void) 
{ 

Avie ig. 

Qt emo, tmp); 


for (i=0; i<16; i++) 


{ 
SortedSonarRange[i] = SonarRange [i]; 
SortedSonarReturn[i] = i; 
} 
for( @ = O-71<16> i++) 
{ 
Pome =— 4-33 < 167) 9++) 
{ 
if (SortedSonarRange[i] > SortedSonarRange[j]) 
i 
tmp = SortedSonarRange [i]; 
tmp1 = SortedSonarReturn[i]; 
SortedSonarRange[{i] = SortedSonarRange[j]; 
SortedSonarReturn[i] = SortedSonarReturn[j]; 
SortedSonarRange[j] = tmp; 
SortedSonarReturn[j] = tmpl1; 
iy * end of 1f ~/ 
} 
} 


} /* end of function */ 
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APPENDIX D. THE SIMULATION PROGRAM CODE FOR LIMITED RANGE 
ALGORITHM 


[RRR RRR K KK KK RRR KKK KKK KKK KKK KEK KK EK KEKE KKK KKK KKK KKK KK KKK KKK KK 


This is a C program used for the simulations to simulate limited range 
algorithm. This algorithms forms a circle at the center of the field, 
even though at initial distribution robots cannot see each other. Usage 


is the same as merge-then-circle algorithm. Last modified May 1996. 
ea ec ee gh Ae ROR a) ee ARS ORE 


/*** Include Files ***/ 
#include "Nclient.h" 
#include <stdio.h> 

Fine lude =stdlib.h> 
#include <math.h> 


y°** Constants ***/ 
#define TRUE 1 
#define FALSE 0 
#define PI 3.1415926 


/*** Function Prototypes ***/ 


void GetSensorData(void); /* This function returns sensor data */ 
void Movement (void); /*This function control robot motions*/ 
int sign(int) ; /* This function returns 1 for positive values, -1 for 


negative values */ 


void SwichToCircle(void) ; /* This function forms a rough circle after 
robots merged */ 


void Movementi1 (void); 


void GoCircle(); /* This function forms a homogeneous circle after 
robots formed a rough circle */ 


void min2max(void);/*This function sorts the sonar returns*/ 


void GoCenter(void); /* This function merges robots at the center of the 
rectangular shaped field */ 


void potential (void); /* Potential field method */ 

void Converge (void); 

/*** Global Variables ***/ 

long SonarRange[16]; /* array of sonar readings (inches) */ 
long IRRange[16]; /* array of infrared readings (no units) */ 


double fused_range[16]; /* fused range data */ 
int BumperHit = 0; /* boolean value */ 
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long robot configi4]; 7*stne current robot comiigqurativen, = «..37, 
steering_angle, turret_angle x and y are in tenth of inches, and angles 
are in tenth of degrees */ 


long goal_config[4];/* the goal configuration of the robot*/ 
long SortedSonarRange[16]; /* sorted values of SonarRange[16] */ 
int SortedSonarReturn[16]; 


double xcornerl, ycornerl, xcorner2, ycorner2; 
Gouble xcorner3, ycorner3; 

int minreturn, maxreturn, secondminreturn; 
long mindist, maxdist, secondmindist; 

double xgoal, ygoal; 


int tvel, svel; /*desired translation and steering velocity in 1/10 
inch/sec and deg/sec */ 


double sidel, side2; 
int Robot ID; 
double r, R; 
int SleepTime; 
int count = 0; 
int Corner = 0: 


int CloseCor 0; 


{/*** Main Program ***/ 
main (unsigned int argc, char* argv[]) 
{ 

int i, index; 

int order[16]; 

int oldx, oldy; 


Robot_iD = [atoi(arav [1] ); 


/* yr is desired radius of the circle */ 
r = (double) (atoi(argv[2])); 
R= 55 


printt ("argv ([il= t4o.An",argvill)); 
DEINtE("“Robot_ID= *a \n"™; Robot ID); 


i aroel—>) 

{ 
printf ("please enter 2 parameters besides the command\n") ; 
exit (); 


} 


it )( (Robot ib<1) }1 (Roboc_ID>6)) 

{ 
printf ("Robot ID must be between 1 and 6 "); 
exit (); 
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/* Communication port between client and server */ 
SERV_TCP_PORT=7/772 ; 


/* Connect to Nserver */ 
connect_robot (Robot_ID) ; 


/* Initialize Smask and send to robot. Smask is a large array that 
controls which data the robot returns back to the server. This 
function tells the robot to give us everything. */ 

init_mask(); 


/* Configure timeout (given in seconds). This is how long the 
robot will keep moving if you become disconnected. Set this low if 
there are walls nearby. */ 

Cones tem (1) 


/* Sonar setup: configure the order in which individual sonar 
units fire. In this case, fire all units in counter-clockwise 
order (units are numbered counter-clockwise starting with the 
front sonar as zero). The conf_sn() function takes an integer and 
an array of at most 16 integers. If less than 16 units are to be 
used, the list must be terminated by a element of value -1. See 
the IR setup below for an example of this. The single integer 
value passed controls the time delay between units in multiples of 
four milliseconds. */ 
for (iv—e0n eo 16; 914+) 

erder([i] = i; 
conf_sn(1,order) ; 


/* Infrared setup: only use the front 8 sensors as a last resort. 
The IR sensors are not useful for gauging distances accurately, 
and are thus only used to determine the presence of obstacles that 
are missed by the sonar system. */ 
for (1 = 0-r =< 16-147) 

order(i] = 1; 
cont ir (il, order): 


/* Unfortunately, the robot can talk... */ 
tk("I can’t see anyone, okay let’s go center."); 


/* Get the sensor information. */ 
GetSensorData(); 


/* Main loop. */ 
while (!BumperHit) 
{ 


Movement (); 


} 


j SOESCORMNee.. 
vim(0,0 0); 
disconnect_robot (Robot_ID) ; 


Te, 


/* Movement(). This function is responsible for using the sensor data to 
direct the robot's motion appropriately. */ 
void Movement (void) 
{ 
double xrobcornerl, yrobcornerl, xrobcorner2, yrobcorner2, 
xrobcorner3; 
double yrobcorner3 ; 
double alphal, alpha2, alpha3; 
ay) Clay 
int panic; 
int precorner; 
int preSonarRange0O; 


preSonarRangeO = SonarRange[0]; /* previous value of the front 
sonar sensor */ 


GetSensorData(); 


/* This procedure checks if the robot get close to any object */ 


if ( (minreturn == 12) && ( (preSonarRange0-SonarRange[0])>4) && 
(SonarRange[0] < 120) ) 

CloseCor++; 
if (SonarRange[0] == 255) 


ClosecCor = 0; 


/* panic mode */ 
panic = FALSE; 


form pip =e ee 

if (fused_range[i] < 20) panic = TRUE; 
fore. = 146-0 2 <=)15-0 14+} 

if (fused_range[i] < 20) panic = TRUE; 
svel = 0; 
tvel = 100; 


precorner = Corner; 


/* T£ there is a wall near the robot, then robot follows this wall 
wi | 


if (((SonarRange[ (minreturn+15) %16]- 
SonarRange[ (minreturn+17) %16])<11)&&(mindist < 150)) 
{ 

if ((minreturn == 12) && (CloseCor <= 3)) 

{ 


COuUnE++ |} 


/* when following the wall state the distance to wall 
will be between 33 and 28 inches */ 

if (SonarRange[12] > 33) 

{ 

-25 ; 

100%; 


svel 
tvel 
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else if (SonarRange[12] < 28) 


{ 
svel = 25; 
tvel = 100; 
} 
else 
if 
svel = 0; 
tvel = 100; 
} 
} 
else if ( (minreturn == 12) && (CloseCor > 3) ) 
{ 
svel = 50; 
tvel = 100; 
tee (ecoune =. 7) 
if 
cornert++ ; 
count = 0; 
} 
} 


/* af Minreturn 1s not 12, then turn counterclockwise till 
minreturn becomes 12. */ 


else 
{ 
for ti=-13 7 1-20 1++) 
{ 
af 1 (83216) 8 == minreturn: ) 
{ 
svel = (1 * 49) - 537; 
{/*i=13, svel=100; 1=20, svel=443 */ 
tvel = (-4*i) + 152 ; 
fies evel =1006 1=20 7 Evel=72 4/7 
} 
} 
for (1=5- 1<12- 1+) 
{ 
Te (i == Manreturn) 
{ 
svel = (1*50) - 650; 
/*i=5,svel=-400; i=11,svel= -100 */ 
tveli= 100 : 
} 
} 
} 


i 


/* the simple collision avoidance strategy. */ 
if (panic) { tvel = 0; svel = 200;} 


ie 


printf ("svel 


$d \n",svel) ; 


prantft(“tvel =s2dein tive!) ; 

DEIntE ("count v-esa) Vn, count); 
print£ ("corner = ¢d \n",corner) ; 
printf ("Closecor = td) \n",Closecor) ; 


/* Set the robot's velocities. The first parameter is the robot's 
in tenths of an inch per second. This 
The second parameter is the 


translational velocity, 
velocity can be between -240 and 240. 
steering velocity, and the third is the turret velocity. The units 
of the latter two are tenths of a degree per second, 
between -450 and 450. The same value is given for these two so 


Uh 


that the turret is always facing the direction of motion. 

vm(tvel,svel,svel); 

if ((precorner == 0) && (corner == 1)) 

{ 
xrobcornerl = (double) (SonarRange[0]) * 10.0; 
yrobcornerl = -(double) (mindist) * 10.0; 
alphal = (double) (robot_contig[2]) * PE/ (2070718020) 
xcornerl = (cos(alphal) * xrobcorneri) - (sin(alphai) 
yrobcornerl1) + (double) (robot_config[0]); 
ycornerl = (sin(alphal) * xrobcornerl) + (cos(alphal) 
yrobcorneri1) + (double) (robot_config[1]); 

} 

if ((precorner == 1) && (corner == 2)) { 
xrobcorner2 = (double) (SonarRange[0}) * 10.0; 
yrobcorner2 = -(double) (mindist) * 10.0 ; 
alphaZ2 = (double) (robot_config(2]) * Pr/(10.0+18070) 
xcorner2 = (cos(alpha2) * xrobcorner2) - (sin(alpha2) 
yrobcorner2) + (double) (robot_config[0]); 
ycorner2 = (sin(alpha2) * xrobcorner2) + (cos(alpha2) 
yrobcorner2) + (double) (robot_config[1]); 

} 

if ((precorner == 2) && (corner == 3)) 

{ 
xrobcorner3 = (double) (SonarRange[0]}) * 10.0 ; 
yrobcorner3 = -(double) (mindist) * 10.0 ; 
alpha3 = (double) (rebot_contig[2]) * Pi/(1020*12070) 
xcorner3 = (cos(alpha3) * xrobcorner3) - (sin(alpha3) 


yrobcorner3) + (double) (robot_config[0]); 


ycorner3 = (sin(alpha3) * xrobcorner3) + (cos(alpha3) 
yrobcorner3) + (double) (robot_config[1]); 
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and can be 


/* calculate the distance between corners */ 


Sidel = hypot((xcorneri-xcorner2) , (ycornerli-ycorner2) ) ; 
Side2 = hypot((xcorner2-xcorner3) , (ycorner2-ycorner3) ); 
SleepTime = (int) ((sidel+side2)/100.0); 


GoCenter(); 


} 


i/* end of function 4/ 


/* Read in sensor data and load into arrays. */ 
void GetSensorData (void) 
{ 
Siighe rep 
double corrected_ir[16]; /* correlate IR reading to distance. */ 
double corrected_sonar[16]; 
double norm[16]; 


/* Read all sensors and load data into State array. */ 


gs(); 

/* Read State array data and put readings into individual arrays. 
“ar 

for (1°= O02 1< 26; a4+4+) 

{ 


/* Sonar ranges are given in inches, and can be between 6 
and 255, inclusive. */ 
SonarRange[i] = State[17+i]; 


/* IR readings are between 0 and 15, inclusive. This value 
is inversely proportional to the light reflected by the 
detected object, and is thus proportional to the distance of 
the object. Due to the many environmental variables 
effecting the reflectance of infrared light, distances 
cannot be accurately ascribed to the IR readings. */ 
IRRange[i] = State[1+i]; 

} 


/* to correlate the IR reading to physical distance. The numbers 
are obtained by least square linear regression of measurement 
data. */ 
for 1. = Ose =< 6) sit) 

corrected_ir[i] = 2.2508 * ((double) IRRange[i] + 0.8602); 


for (i = 0; i < 16; i++) 
corrected_sonar{i] = (double) SonarRange[i]; 
/* to fuse the sonar and IR data */ 


for (i = 90> 1 <6 - ie) 

{ 
if (IRRange[i] <= 14) 
{ 


aa 


norm[i] = corrected_sonar[i] * corrected_sonar[i] + 
corrected_ir[i] * corrected_ir[i]; 


fused_range[i] = (corrected_sonar[i] * 
corrected_sonar[i] * corrected_ir[i] 

+ corrected_ir[i] * corrected_ir[i] * 
corrected_sonar([i]) / norm[i]; 


if (fused_range[i] <= 5.0) 
fused_range[i] = 0.0; 


fused_range[i] = corrected_sonar[i]; 


/* The robot configuration parameters (x,y,steering_angle,and 
turret_angle) are stored in State[34], State[35], State[36], and 
State([37].. */ 
for (i = "O-3%. < 255i ee) 

robot_config[i] = State[34+1i]; 


/* Check for bumper hit. If a bumper is activated, the 
corresponding State[33] will be turned on. Since we don't care 
which bumper is hit, we thus only need to check if State[33] is 
greater zero. */ 
if (State[33] > 0) 
{ 

BumperHit = 1; 

Ck toueh. ) 

prince ( “Bumper hice! yn"); 
} 


minreturn = 0; 
for (20 = 134. < 2682 a+) 
i! 
if (SonarRange[i] < SonarRange[minreturn] ) 
Minreturn = 1; 
} 
mindist = SonarRange[minreturn]; 


maxreturn = minreturn ; 
for {1 = "0 = 4) < 16 > 144) 
{ 
if ((SonarRange[i] >= SonarRange[maxreturn]) && 
(SonarRange [i]<255) ) 
maxreturn = i; 
} 


maxdist = SonarRange[maxreturn] ; 
min2max () ; 


secondminreturn = SortedSonarReturn[1]; 
secondmindist = SortedSonarRange[1] ; 
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if ( (abs (SortedSonarReturn[0]-SortedSonarReturn[1])==1) || ( 
abs (SortedSonarReturn[0]-SortedSonarReturn[1])==15) ) 
{ 
secondminreturn = SortedSonarReturn [2]; 
secondmindist = SortedSonarRange [2] 


‘ 


if ( (abs(SortedSonarReturn([0]-SortedSonarReturn[2])= 


(abs (SortedSonarReturn[0]-SortedSonarReturn[2])==15) ) 
{ 


1) || 


secondminreturn = SortedSonarReturn[3]/; 
secondmindist = SortedSonarRange[3] ; 


} 


if (mindist == 255) 
printf ("There is no object around") ; 


/* Sign function. It returns 1 if x is positive, and returns -1 
otherwise */ 


fic Ssign(ant x) 
{ 
return x>0?1:-1; 


} 


void min2max (void) 
{ 
aie, es 
ie eeMpee CMD) 


fomati=O- to 1+) 

{ 
SortedSonarRange[i] = SonarRange[i]; 
SortedSonarReturn[i]J = i; 


} 


for ( i 7=30; 1<16;7 144) 
for “(a9 ="17-) gece: j+t) 
if (SortedSonarRange[i] > SortedSonarRange[j] ) 
tmp = SortedSonarRange [i]; 
tmpl = SortedSonarReturn [i]; 


SortedSonarRange[i] = SortedSonarRange[j]; 
SortedSonarReturn[i] = SortedSonarReturn[j]; 


SortedSonarRange[j] = tmp; 
SortedSonarReturn[j] = tmpl1; 


To, 


} 


} 


/* end of 


the function */ 


void GoCenter (void) 


{ 


int oi: 


int panic; 
int SumStop = 0- 


double 
double 


pha; 
Dieatt (2); 


/* Make sure we are not about to plow into something; check the 


front 


sonar and infrared sensors. If it looks bad, set panic flag. 


The threshold value for IRRangle has no exact physical relevance, 
and was empirically determined. */ 


panic 
for (4: 


sie ral Ga 


goal_config[0] 


= FALSE; 


=O a4 <=" 2st) 

if (fused_range[i] < 20) panic = TRUE; 
eS ila 1 <= alSye i++) 

if (fused_range[i] < 20) panic = TRUE; 


(xcornerl+xcorner3)/2; 


goal_config[1] = (ycornerl+ycorner3) /2; 


while ( 
{ 


'BumperHit) 


GetSensorData(); 


/* attractive force direction in the world coordinates */ 
D_att(0] = (double) (goal_config{0]—rabot_contig(0]))';) 7 <mes 
component */ 


D_att[{1] = (double) (goal_config[1]-robot_config[1]); /*"yv 
component */ 


/* convert the atrtractive force direction into robot 
coordinates. */ 

phi =, ( (double) robot config[2]))*Pi7 (1070-13070). 
xgoal = cos(phi)*D_att[0] + sin(phi)*D_att[1]; 

yooal = =Sin(phi)*D_att[(0] + cos(phi)*D 2actell)- 


potential (); 


af (panie) 
{ 
tvel 
svel 


(On 
O; 


} 


vm(tvel,svel,svel); 


Ze { tabs (tvyel)<11). && (mindrst !=9255) 3} 
SumStop++; 
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printf ("GoCenter->Converge SumStop = %d\n", SumStop) ; 


if (SumStop > 10) 


{ 

Set, 
printf ("GoCenter->Converge SleepTime = 
d\n", (SleepTime+100) ); 
sleep(SleepTime+100) ; 
Converge (); 

} 


} /* end of while loop */ 


void SwichToCircle(void) 


{ 


eYite 7 1 

int s, sm, opposite; 

double xrgoal, yrgoal, alpha; 
int SumStop = 0; 

imt CuLOEE = 0- 


Ss = 0- 
sm = 0O; 
for (2 ="0= 1<16." i++) 4 


Lf “Sonarrange (1 )]==255) 
{ 

s=s +i; 

sm++; 


} 


if (‘sm<9") r =r + € (double) (mindist) * 10.0) 


. 
f 


Prints (1s = sain", Ss): 
print’ ( sm = %d\n",sm) ; 


Pe (mindd st. 1= 3255) 


{ 
if (SonarRange[15]==255) 
{ 
i = 0; 
while (SonarRange[i]==255 ) 
5 
s=s + 16; 
i++; 
} 
} 
} 
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printt (“Ss 
Drinte’ (sm 


s0\n" “S) 
$d\n",sm) ; 


Wet 


Li {sm == 0) 


opposite 0; 


else 


opposite s / sm; 


if (opposite == 0) opposite = 16; 


while ( ((SonarRange[{ (opposite+1)%16] != 255) || 
(SonarRange[ (opposite-1)%16] != 255) || (SonarRange[opposite % 16] 
(="255)j) ek (CucOii = 32 )m)) 
{ 
CutOff++; 
Dragitet ("CuLOiee=— "savin" 7 cutot &) 
oppositett+; 
GetSensorData(); 


while (SonarRange[opposite % 16] != 255) 
oppositet++; 
GetSensorData(); 
printf ("Second Chance"); 

} 


opposite = opposite % 16; 


printf ("opposite = %d\n",opposite) ; 
DEUCE Vee =e Ni 


xrgoal = r * cos((double) (opposite) * 0.392699); 
yrgoal = r * sin((double) (opposite) * 0.392699); 
alpha = (double) (robot_config[2]) * PI/(10.0*180.0); 


goal_config[0] = (cos(alpha) * xrgoal) - (sin(alpha) * yrgoal) + 
robot contsg (01 


goal_config[1] = (sin(alpha) * xrgoal) + (cos(alpha) * yrgoal) + 
robot. commig(1 1]; 


$d\n",goal_config[0]); 
sa\n",goal_config([1]); 


printf ("goal contig(0] 
Drint£t (“goal contig [1] 


i 


/* Main loop. */ 
while (!BumperHit) 
{ 
GetSensorData({); 
Movement1 (); 
if ({ abs(tvel) < 11 ) 
SumStop++; 


printf ("SwichToCircle->GoCircle SumStop = %d\n",SumStop) ; 
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if(SumStop > 5) 
{ 
SE{); 
printf ("SwichToCircle->GoCircle SleepTime = 
d\n", (SleepTime + 100)); 
sleep(SleepTime + 100); 
GoCircle(); 


/* Disconnect. */ 
VNC, 0,0)" ; 
disconnect_robot (Robot_ID) ; 


/* Movementl1(). This function is responsible for using the sensor data 
to direct the robot's motion appropriately. */ 
void Movementl (void) 
{ 
iat. 1 + 
double phi; 
double D_att[2]; 


/* attractive force Direction in the world coordinates */ 
Pratt [Ole =) (double) (goal contig(0]|—robot conftig(|(0]); 
Diattlil, = (double) (goal _config(i|—-robot-contig([1)) ; 


/* convert the attractive force Direction into robot coordinates 


ao, 

phi = ( (double) robot contig([2]) *P1/ (10.07180-.0) ; 
xgoal = cos(phi)*D_att[0] + sin(phi)*D_att[1]; 
ygoal = -sin(phi)*D_att[0] + cos(phi) *D_att[1]; 
potential (); 


vm(tvel,svel,svel); 


void GoCircle(void) 


int i; 

double si 2-5) ov wae Was 
double xM, yM ; 

double teta; 

double dist; 


while (!BumperHit) { 


GetSensorData(); 
x1 = ((double) (mindist) +8.81)*cos ( (double) (minreturn) *0.39); 
yl = ((double) (mindist) +8.81)*sin( (double) (minreturn) *0.39); 
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x2 = ((double) (maxdist)+8.81) *cos( (double) (maxreturn) *0.39); 
y2 = ((double) (maxdist)+8.81)*sin( (double) (maxreturn) *0.39); 
x3 = ( (double) (secondmindist) + 8.81) * 


cos ((double) (Ssecondminreturn) * 0.39); 


y3 = ( (double) (secondmindist) + 8.81) * 
sin( (double) (Secondminreturn) * 0.39); 


XM = (x14+x24x3)/3.0; 
YM = (yil+yv24y3)/3-0> 


dist = hypot (MyM); 
teta = atan2(yM, xM); 


printr ("dist = sine dast) 
Printt(“R = ti\n"7 (h/ 10.0 


xgoal = (dist - ((R+100.0)/10.0)) * cos(teta) ; 
ygoal = (dist — ((R+100.0) /10.0)) * sin{teta) 


LEO Cint)R/ 10s O yn 55. } { 
coal (= 0 20s 
ygoal = 0.0; 

} 


if (abs (secondmindist - mindist) > 8) { 


xgoal = x3; 
ygoal = y3; 
} 
potential (); 


vm(tvel,svel,svel); 


/* This function merges all robots to a cluster and works as the same as 
merge algorithm */ 
void Converge (void) 


{ 


/* Variables are defined here. */ 
int. i; 

int panic; 

int SumStop = 0; 

aouble xl, x2, yl, v2 > 


while (!BumperHit) { 
GetSensorData(); 


/* Compute the goal points in robot coordinate system */ 
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<= ( 1 aoublLe) (manarst) (6.61) ) * cos 
(double) (minreturn) * 0.39); 


viv= t (doublle) (mindimst) 9+ (8.81)) * sin < 
(double) (minreturn) * 0.39); 


x2 = ( (double) (maxdist) + (8.81)) * cos ( 
(double) (maxreturn) * 0.39); 


v2e= 9 ( (double) (maxdist) + 9(8.81)) * sin { 
(double) (maxreturn) * 0.39); 


xgoal 
ygoal 


= =ac2 SL a; 

= y20) yi); 

if ( (abs (minreturn-maxreturn) ==1) | | (abs (minreturn- 
maxreturn) ==15) || (minreturn==maxreturn) ) 


{ 
if ( abs(mindist-maxdist)<=4 ) 
{ 
xgoal = ( (double) (mindist)+8.81) * cos( 
((double) (minreturn) *0.39)-(60.0 *(PI/180.0))); 
ygoal = ( (double) (mindist)+8.81) * sin({ 
((double) (minreturn) *0.39)-(60.0 *(PI/180.0))); 
} 
} 


potential (); 


Liwinindist——255)) 
{ 

50; 
LOG: 


svel 
tvel 


} 
vm(tvel,svel,svel); 


Ze { (abs (evel) <11) && (mindist f= 255) ) 
SumStopt++; 
printf ("Converge->SwitchToCircle SumStop = %d\n",SumStop) ; 


if (SumStop > 10) 
{ 
st() ; 
printf ("Converge->SwitchToCircle SleepTime = 
d\n", (SleepTime+100) ); 
GetSensorData() ; 
sleep(SleepTime + 100) ; 
SwichToCircle(); 
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/* The potential field method is used for motion control and collision 
avoidance */ 
VoO1d potential) 


/* Various constants for computing attractive and repulsive forces 
should be defined here, e.g., */ 


double rho_0O = 50.0; /* cut-off distance of the repulsive force */ 


double scale 10.0 ; /* scaling factor for attractive force */ 
double eta = 12000.0;/*repulsive force scaling factor*/ 
double ad = 100.0 ; /*saturation in attractive force */ 


double gain_tvel = 0.1; /* translational velocity gain, can be 
adjusted */ 


double gain_svel = 200.0;/*rotational velocity gain */ 
vb ot cel 

/* attractive and repulsive forces are defined */ 
double Flatt(2], Forep(2)) F2coli2z] > 


double rho_float; 
double distance ; 


DLINt h{ 'xgoal SE\N , KGOaAL)? 
printi (“yqoaly = tim. yvoaoal):. 


/* the distance between present location and destination is 
calculated */ 

distance = hypot (xgoal,ygoal) ; 

printf ("distance : ¢f\n ", distance); 


/* parabolic-well definition of the attractive force */ 
if (dastance <=) d) 
{ 
Foatt(0)] 
Frage fl 


scale*xgoal ; 
scale*ygoal ; 


1 


} 


/* conic-well definition of attractive force */ 


else 
{ 
F_att[0] = scale*d* (xgoal/distance) ; 
F_att[1] = scale*d*(ygoal/distance) ; 
) 
/*compute the repulsive force in the robot coordinate*/ 
F_rep[0O] = 0.0; 
F-reptl] = 0.0; 
for(i) = 0; “2 <=]15;) 147) 
{ 
rho_float = (double) (SonarRange[i]); 


1f (rho float < rho.0) 
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Ferepil 0 et=e-cean- tl. Oy rho float — 1.0/rho_0) * eos 
((double) (i) * 0.392699) /(rho_float); 


Forep |i) += —eba, (1. 0/rhno float = 1.0/rho_0) * sin 
((double) (i) * 0.392699) /(rho_float) ; 


} /* end of if statement */ 
}/* -end of tor loop */ 
/* compute the total force in the robot coordinates */ 


F_tol[0] = F_att[0] + F_rep[0]; 
BPetotiai= FPloatt(i] + F_rep(il)-; 


/* set the translational velocity */ 
tvel = (int) (gain_tvel * F_tol[0]); 


/* set the rotational velocity */ 
tt hack pole=—— OO evel —. 0; 


else 

{ 
svel = (int) (gain svel * sin(atan2 (F_tol[1],F_tol[0]))); 
svyol = /svel * sign ( (int) (F tok [0]).); 

} 

/*limit the translational and rotational velocities */ 

if (abs(tvel) > 230) 
Evel = "230 * sromtivel)- 

if (abs(svel) > 450) 


svel = 450 * sign(svel) ; 


meet Gnd Of potential () function */ 


87 





LIST OF REFERENCES 


K. Sugihara and I. Suzuki, "Distributed Motion Coordination of Multiple Mobile 
Robots," Proocedings IEEE International Symposium on Intellegence and 
Control, Philadelphia, PA, 1990, pp. 138-143. 


I. Suzuki and M. Yamashita, "Formation and Agreement Problems for Anonymous 
Mobile Robots," Proceedings of the 31st Annual Allerton Conference on 
Communication, Control, and Computer, University of Illinois, Urbana, IL, 1993, 
pp. 93-102. 


H. Ando, I. Suzuki, and M. Yamashita, "Formation and Agreement Problems for 
Synchronous Mobile Robots with Limited Visibility," Proceedings of International 
Symposium on Intelligent Control, Monterey, CA, August 1995, pp. 453-460. 


K. Sugihara and I. Suzuki, "Distributed Algorithms for Formation of Geometric 
Patterns with Many Mobile Robots," Journal of Robotic Systems, vol.13, no.3, 
1996, pp. 127-139. 


I. Suzuki and M. Yamashita, "A Theory of Distributed Anonymous Mobile Robots 
-Formation and Agreement Problems," Technical Report TR-94-07-01, 
Department of Electrical Engineering and Computer Science, University of 
Wisconsin, Milwaukee, 1994. 


J. Latombe, Robot Motion Planning, Kluver Academic Publisher, Norwell, MA, 
1991. 


Y. Koren and J. Borenstein, "Potential Field Methods and Their Inherent 
Limitations for Mobile Robot Navigation," Proceedings of IEEE International 
Conference on Robotics and Automation, April 1991, pp. 1398-1404. 


T. Arai, H. Asama, T. Fukuda, and I. Endo, Distributed Autonomous Robotic 
Systems, Springer Verlag, New York City, NY, 1994. 


T. Ueyama, T. Fukuda, G. Iritani, and F. Arai, "Optimization of Group Behavior 
on Cellular Robotics System in Dynamic Environment," Proceedings of IEEE 
International Conference on Robotics and Automation, San Diego, CA, May 
1994, pp. 1027-1032. 


89 


10. 


14. 


1s: 


16. 


ie 


19. 


20). 


M. Inaba, Y. Kawauchi, and T. Fukuda, "A Princible of Decision Making of 
Cellular Robotics System (CEBOT)," Proceedings of IEEE International 
Conference on Robotics and Automation, Los Alamitos, CA, May 1993, pp. 833- 
838. 


J. Wang and G. Beni, "Cellular Robotics Systems: Self Organizing Robots and 
Kinetic Pattern Generation," Proceedings of IEEE International Workshop on 
Intelligent Robotics Systems, Tokyo, Japan, 1988, pp. 139-144. 


T. Fukuda and S. Nakagawa, "Approach to the Dynamically Reconfigurable Robot 
Systems," Journal of Intelligent Robtics Systems, vol.1, 1988, pp. 55- 72. 


M. J. Mataric, "Minimizing Complexity in Controlling a Mobile Robot 
Population," Proceedings of IEEE International Conference on Robotics and 
Automation, pp. 830-853, Nice, France, May 1992. 


P. Tournassoud, "A Strategy For Obstacle Avoidance And Its Applicationto Multi- 
Robot Systems," Proceedings of IEEE International Conference on Robotics and 
Automation, San Francisco, CA, 1986, pp. 1224-1229. 


M. J. Mataric, "Designing Emergent Behaviors: from Local Interactions to 
Collective Intelligence," From Animals to Animals 2: International Conference on 
Simulation of Adaptive Behavior, MIT Press, Cambridge, MA, 1993, pp. 432-441. 


Q. Chen and J. Y. S. Luh, “Coordination And Control of a Group of Small Mobile 
Robots," Proceedings of IEEE International Conference on Robotics and 
Automation, San Diego, CA, 1994, pp. 2315-2320. 


J. Borenstein and Y. Koren, “Real-Time Obstacle Avoidance for Fast Mobile 
Robots," JEEE Transactions on Systems, Man, and Cybernatics, vol.19, no.5, 
Sep/Oct 1989, pp. 1179-1187. 


L. Parker, “Adaptive Action Selection for Cooperative Agent Teams," From 
Animals to Animals 2: International Conference on Simulations of Adaptive 
Behavior, MIT Press, Cambridge, MA, 1993, pp. 442-450. 


R. C. Arkin, "Motor Schema Based Mobile Robot Navigation," International 
Journal of Robotics Research, vol.8, no.4, 1989, pp. 92-112. 


R. L. Finney and G. B. Thomas, Calculus, Addison-Wesley-Publishing Company, 
New York, 2nd edition, 1994, pp. 862. 


90 


ZN. 


22: 


Zo: 


Y. Kanayama and T. Noguchi, "Spatial Learning By Autonomous Mobile Robot 
With Ultrasonic Sensors," Technical Report TRCS89-06, University of California 
Santa Barbara Department of Computer Science, Santa Barbara, CA, February, 
1989: 


Nomad 200 Mobile Robot User’s Guide, Nomadic Technologies, Inc., Mountain 
View, CA. 


Nomad 200 Mobile Robot Simulator Language Manual, Nomad Host Software 


Development Environment, Release 2.1, Nomadic Technologies, Inc., Mountain 
View CA. 


| 





INITIAL DISTRIBUTION LIST 


No. Copies 


Defense Technical Information Center Z 
8725 John J. Kingman Rd., STE 0944 
Ft. Belvoir, VA 22060-6218 


Dudley Knox Library 2 
Naval Postgraduate School 

411 Dyer Rd. 

Monterey, California 93943-5101 


Chairman, Coded EC l 
Department of Electricel and Computer Engineering 

Naval Postgraduate School 

Monterey, CA 93943-5121 


Professor Xiaoping Yun, Code EC/Yx 4 
Department of Electrical and Computer Engineering 

Naval Postgraduate School 

Monterey, CA 93943-5101 


Professor Robert G. Hutchins, Code EC/Hu l 
Department of Electrical and Computer Engineering 

Naval Postgraduate School 

Monterey, CA 93943-5101 


Professor Ichiro Suzuki 1 
Department of Electrical Engineering and Computer Science 

University of Wisconsin - Milwaukee 

Milwaukee, WI 53201 


Deniz Kuvvetleri Komutanligi Z 
Personel Daire Baskanligi 

Bakanliklar, Ankara 06100 

Turkey 


G6élctik Tersanesi Komutanligi l 
Golcuk, Kocaeli, Turkey 


93 


Deniz Harp Okulu Komutanligi Kutuphanesi 


Tuzla, Istanbul, Turkey 81704 


Ltjg. Okay Albayrak 
Buyukkumla Koyu No 174/3 
Gemlik, Bursa, Turkey 


94 


DURILEY KNOX LIBRARY 
NAVAL POSTGRADUATE SCHOOL 
MONTEREY CA 93943-5101 


Te 


3 2768 00323135 8 





